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Abstract 

¢ƻŘŀȅΩǎ ƳƻŘŜǊƴ ǎƻŎƛŜǘƛŜǎ ŀǊŜ ōŜŎƻƳƛƴƎ ƛƴŎǊŜŀǎƛƴƎƭȅ ŘŜǇŜƴŘŜƴǘ ƻƴ ǘƘŜ Ǿƛǘŀƭ ǎƻŎƛŜǘŀƭ ŦǳƴŎǘƛƻƴǎ that technical critical infra-
structures provide, for example availability of electricity, tap water and internet connectivity. Hence, it is of essence that 
these infrastructures are resilient to interruptions.  

The purpose of this thesis is to investigate and contrast resilience levels of different types of technical critical infrastructures 
in Sweden. A generic resilience assessment approach is developed that utilises interruption data, as given by data on duration 
and consequence of failures that are gathered by infrastructure owners. This interruption data is used as a measure to indi-
ŎŀǘŜ ǘƘŜ ƭŜǾŜƭ ƻŦ ΨŦǳƴŎǘƛƻƴŀƭƛǘȅΩ ƻŦ ŜŀŎƘ ƛƴŦǊŀǎǘǊǳŎǘǳǊŜ over a given duration. When the functionality is analysed over time, a 
ǎƻ ŎŀƭƭŜŘ ΨǊŜǎƛƭƛŜƴŎŜ ŎǳǊǾŜΩ can be derived. These resilience curves for different infrastructures are then used as basis to 
contrast and compare resilience levels achieved by the different infrastructures.  

The resilience assessment approach has successfully been applied to interruption data, enabling objective quantifications in 
a unified manner, for eight different Swedish critical infrastructures. The results reveal that the Swedish electricity transmis-
sion system is most resilient. Least resilient, with a great margin, is railway transport system. Second least resilient infra-
structure is the electricity distribution system. The rest of the infrastructures, water supply system, road transport system 
and telecommunication systems with regard to mobile communication, broadband services and fixed telephony, lies be-
tween these three, but all relatively on similar levels.  
  Examples are given for the possible fields of usage with respect to the suggested approach and the presented results. It is 
concluded that the results produced by the approach could be useful in risk management processes and related work within 
spatial planning or societal safety. The possibility to measure resilience as a function of time in a unified manner across 
different types of infrastructures, enables comparisons between the infrastructures. Such information could be used as a 
basis for decision makers to e.g. evaluate policy and mitigation decisions. 
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SUMMARY 
This thesis aims to investigate and compare resilience levels of different types of technical 

critical infrastructures in Sweden by utilising interruption data and to discuss how these types 

of results can be put to real use. To enable such comparisons, a generic resilience assessment 

approach is developed. The developed approach is tested and verified by applying it on inter-

ruption data from several different infrastructures. The scope is limited to Swedish technical 

critical infrastructures, of which we have analysed data from the electricity transmission sys-

tem, several electricity distribution systems, the national road transportation system, the na-

tional railway transportation system, the largest water supply system in Sweden and telecom-

munication systems; where the telecommunication systems has been split up into three sub-

infrastructures with respect to mobile communication, fixed telephony and broadband services. 

The study has been carried out as a quantitative empirical data analysis. The data gathering 

process was a significant part of the conducted work, which was made through emails, phone 

calls and online meetings.  

To analyse resilience based on interruptions two fundamental metrics are necessary, the dura-

tion of the disruption and the system functionality loss during the disruption. Interruptions are 

most often logged with a calendar duration, specified by start and end date times of the inter-

ruption, normally with an accuracy of whole minutes, is used to derive the duration metric. 

Further, interruptions are normally logged with some kind of consequence parameter, e.g. num-

ber of customers not served. The consequence parameter divided by a total system óbaselineô 

is used to derive the functionality loss metric, i.e. depicting how big part of the system that was 

affected by the interruption. Interruptions that had been logged by infrastructure owners but 

lacked the fundamental information to derive these two metrics had to be omitted. The devel-

oped resilience assessment approach takes a national systems perspective, where all interrup-

tions for a given type of infrastructure are deemed to put a strain on a national system. This is 

done by aggregating all individual interruptions from several systems belonging to one type of 

infrastructure, e.g. interruption data from several different electricity distribution systems were 

aggregated into a national electricity distribution infrastructure. Then the national system func-

tionality can be plotted over time as óresilience curvesô. These curves/plots are then used as the 

main source for subsequent analyses. 

The resilience assessment approach has successfully been applied on real-life infrastructure 

interruption data, sometimes covering several years, to measure and compare their respective 

level of resilience. The results reveal that electricity transmission system is most resilient. Least 

resilient, with a great margin, is railway transport system. Second least comes electricity dis-

tribution systems. The rest of the infrastructures, water supply system, road transport system 



 

 

iv 

and the telecommunication systems in terms of mobile communication, broadband services 

and fixed telephony, are slightly less resilient than electricity transmission system, but all on 

similar levels.  

In the thesis ideas are also presented on how the approach can be used to gain further insights 

about the studied infrastructures, mainly in relation to societal safety, spatial planning and risk 

management processes. These discussions conclude that knowledge about resilience levels, 

and how they vary between infrastructures and over time, can be useful, for example to reveal 

how risk factors and vulnerabilities differs between the infrastructures and how successfully 

resilience enhancing strategies for one infrastructure might be applicable and used in other 

infrastructures. As the approach is a retrospective, in the sense that it is based on empirical 

failure data, the results can be used to reveal the impact of different type of decisions. Is the 

attained resilience level over the years for a particular infrastructure in line with changes in e.g. 

legislative regulations or physical changes of the infrastructure? Examples are also given of 

how such information could potentially aid decision makers in the work with spatial planning, 

societal safety and risk management.   

A significant amount of current research elaborates with the concept of resilience curves and 

how different characteristics and properties of the resilience can be measured and analysed. To 

our knowledge however, the presented approach of analysing and contrasting different type of 

infrastructure resilience levels, through the use of interruption data, has not been addressed in 

the scientific literature. As such, this thesis has been summarised and accepted as a scientific 

article, to be published and presented at the European Safety and Reliability Conference 

(ESREL) in the summer of 2018.  
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LIST OF ABBREVIATIONS 
ADT Averaged daily traffic 

CI Critical Infrastructure 

CRAD Cause-reported additional-delays 

End DT  End Date-Time, refers to specific end (of an interruption) calendar date 

and 24h-clock time 

ENS Energy Not Supplied 

MSB The Swedish Contingencies Agency (In Swedish: Myndligheten för 

samhällskydd och beredskap). 

RAA The Resilience Assessment Approach. In the text it refers only to our 

developed resilience assessment approach. 

RADM Registered additional delay minutes 

RMP Risk Management Process 

RVA Risk and Vulnerability Analysis 

RQ Research Question 

Start DT Start Date-Time, refers to specific start (of an interruption) calendar 

date and 24h-clock time 

SvK Svenska kraftnät 

tCI Technical Critical Infrastructure 

TTS Total traffic stop 

VSF Vital societal functions 
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1 INTRODUCTION 

1.1 BACKGROUND 
Todayôs modern societies are increasingly dependent on critical infrastructures as a continuous 

supplier of the services we nowadays often take for granted, services that our everyday life in 

many ways rely on completely. If people more and more often tends to look down on their cell 

phone than what is going on around them, it is important that the 4G internet is fast enough. 

All those pages that needs to be swiped through better be loaded fast enough, and before the 

train arrives. On time! It is also important for the society to lift the eyes for those that might 

forget, so that at least someone can expect what is needed if, and when, the unexpected hap-

pens, so that we all can continue enjoying our train rides and that new app of ours. While living 

in a society that has taken on the quest and responsibility to protect us, it is of great importance 

for that society to limit the consequences and enable a swift recovery as possible when that 

something unexpected happens next. 

óResilienceô: the ability to bounce back, comes from Latin and is a term that has been used for 

more than 100 years within medicine disciplines (Macgillivray, 1897). Even though the term 

is mentioned in a Swedish medical paper as early as 1943 (SAOB, 1957), it takes until 2015 

before the word óresilienceô is found in SAOL1 (2015). To simplify and clarify, resilience is 

defined in this thesis as óthe ability to cope with and recover from stress'. In terms of risk 

management, emergency preparedness and societal safety, the most common way of interpret-

ing system resilience is that it is a measurable attribute. Given that a system affected by stress, 

increased resilience is achieved by: 

i) Better absorbing the stress, by reducing the initial impact from a given threat or hazard 

                                                 
1 Svenska Akademiens Ordlista (Eng. The Swedish Academy Glossary); a word list which for many acts as the 

standard of the Swedish language, defining real and correct Swedish words.  
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ii)  Better recovering from the stress, by decreasing the time until the system is restored 

again 

Most often it is considered that resilience is achieved as a combination of the two (Hosseini, 

Barker, & Ramirez-Marquez, 2016). 

The concept of resilience has had a boost of usage within the different fields of risk manage-

ment, not least in regard to infrastructures, and specifically critical infrastructures, as well as 

societal safety. In nature the critical infrastructures in our society are complex and increasingly 

interdependent (Laugé, Hernantes, & Sarriegi, 2015; Rinaldi, Peerenboom, & Kelly, 2001). 

The volcanic eruption of Eyjafjallajökull in Iceland, 2010, the devastating impact of Hurricane 

Katrina, 2005, in New Orleans, USA and the 11/9 terrorist attack in USA in 2001 are only few 

examples of large scale events involving critical infrastructures that have resulted in large scale 

societal consequences. Events that, consequently, also exposed their vulnerabilities. However, 

these kinds of external events are not the only threats that infrastructures are exposed to, as 

they can originate within as well, as both low and high impact events shape the overall resili-

ence. In the early stage of this thesis, after attaining some empirical interruption data gathered 

by Swedish authorities, businesses and organisations, it stood clear that the many theories of 

resilience assessments we had studied were inadequate in relation to the data achieved and our 

research questions, as they are either  

¶ based on single large-scale kind of events or scenarios, where detailed information 

about how the system's characteristics is assumed to be known, hence also measured, 

and/or 

¶ addressing resilience in only one specific type of infrastructure 

No approach was found on the subject that assesses both multiple types of infrastructures whilst 

also addressing a string of different types of small- to large-scale events (Nan & Sansavini, 

2017; Panteli, Mancarella, Trakas, Kyriakides, & Hatziargyriou, 2017; Ouyang & Dueñas-

Osorio, 2014; MacKenzie & Barker, 2013; Ouyang & Dueñas-Osorio, 2012; Ouyang, Dueñas-

Osorio, & Min, 2012; G. P. Cimellaro, Reinhorn, & Bruneau, 2010).  

After a large-scale event, such as an earthquake or a flood, in a modern society, there is prob-

ably much information to be gathered that justifies many of these resilience theories. However, 

the more common every day kind of incidents seems to be left out or forgotten. So even if there 

is much written about resilience assessments on critical infrastructures, there is not much to be 

found on how to perform large-scale assessments, with large-scale interruption data sets, in-

cluding low to high impact events. There seem to be a gap in research in how to use the different 

frameworks and methods for assessing resilience, when the available interruption data does not 

fit any of the assessment tools and/or methods presented in scientific literature (to our 

knowledge). 
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1.2 AIM AND PURPOSE 
The aim of this thesis is to explore how resilient different technical critical infrastructures are, 

by analysing real data of disruptive events and failures gathered from different Swedish com-

panies, organisations and authorities. The ambition is to develop a generic approach for meas-

uring resilience based on interruption data, an approach that in a unified manner will define the 

level of resilience for different types of technical critical infrastructures. The aim is further to 

analyse the resilience of different Swedish critical infrastructures. This is here done by gather-

ing and analysing interruption data for those critical infrastructures by a generic approach. As-

suming that the resilience levels can be defined and measured with the developed approach, 

the various reasons and sources for the resilience differences can be brought to light. This opens 

for discussions about those differences and about how such an approach can be utilised. Our 

ambition is to give some ideas and answers to questions related to what practical opportunities 

can be derived from an implementation of the approach, and how such knowledge could be 

utilised within the fields of risk management, societal safety and spatial planning. The intention 

behind this is to clarify why the concept of resilience is important and how it might be used to 

increase societal safety and improve the functioning of technical critical infrastructures. 

1.3 RESEARCH QUESTIONS 
The results from this thesis work aims to address three research questions. The main research 

question (RQ), RQ1 makes the foundation of the thesis and is followed by RQ2 and RQ3. 

RQ1. How can the resilience of different critical infrastructure be measured through em-

pirical interruption data and compared in a unified manner? 

RQ2. How resilient are the different types of critical infrastructures? 

RQ3. How can such results be used as input to the risk management and spatial planning 

process? 

Initially our intention was to also address a fourth research question: 

D. What are plausible explanations for differences and similarities of the resilience lev-

els for different critical infrastructures (e.g. technical aspects, safety cultural aspects, 

legislative or regulatory aspects)? 

However, due to time limitation and underestimations of the work of collection the necessary 

data and analysis of the data, this question turned out to widen the scope too much. Instead we 

chose to briefly bring up the topic in the discussion and address possible future research in 

relation to this question, hoping for someone else to undertake such work in the future (see 

Chapter 8). 
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1.4 DELIMITATIONS AND LIMITATIONS  
Defining resilience from several different comprehensive sets of interruption data have proven 

difficult and time-consuming, to narrow down to an appropriate scope for the thesis and set 

some boundaries for what to be expected of the thesis, limitations and delimitations are here 

clarified.  

1.4.1 DELIMITATIONS 

As resilience is a widely used and it is a multidisciplinary concept, it is important to clarify that 

in this thesis the concept will be strictly addressed from a óSystems Engineeringô perspective. 

Further, before attempting to obtain interruption data for critical infrastructure we choose to 

delimit ourselves to technical critical infrastructures, such as: aviation-, railway-, road- and 

maritime transport, telecommunication and internet, the electric power grid (e.g. electrical 

transmission and distribution) and water supply. To further narrow the scope down we limit 

ourselves to technical critical infrastructures within the geographical area of Sweden and aim-

ing for a national infrastructure perspective. The work of this thesis is highly dependent on the 

possibility to get access to interruption data as our intent is to use empirical interruption data 

to estimate resilience level of several different infrastructures. It was uncertain from the start 

for how many infrastructures we would be able to obtain data for. For this reason, we decided 

to cast a broader net in our search of empirical interruption data to see which actors that col-

lected and could share the type of data of interest to us. For the critical infrastructures that we 

managed to gain access to interruption data, we only asked for data for the past ten years.  

1.4.2 LIMITATIONS 

The thesis is very much limited to the type and amount of interruption data that can be col-

lected, so depending on how far back the data has been gathered and what parameters that are 

included in the data, the limitations will vary both in terms of time span and data quality. To 

develop a generic resilience assessment approach that utilises interruption data to draw conclu-

sions regarding the resilience level of different types of critical infrastructure, possibly in com-

bination with probabilistic theories and perhaps stochastic models, it is obvious that the data 

quantity and quality will be a limiting factor. Following point gives indication of limiting fac-

tors: 

¶ If interruption data is systematically gathered by an actor for some instance and if it is 

publicly available, the latter as there is a possibility that the data is seen to be of sensi-

tive nature. 

¶ We are limited to the parameters the respective actor collects (e.g. which is normally a 

reflection of if the data is gathered for internal or regulatory purposes).  
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¶ We are further limited to the time span for which the infrastructure actor has been re-

cording interruptions. 

¶ Sample size of the interruption data in terms of the coverage of the critical infrastructure 

under study (e.g. percentage of the total number of actors within the infrastructure).  

¶ How well the data represents reality, i.e. what are the limitation of the respective actorôs 

data gathering process. 

¶ Geographical scope of the sample data, as there is not always possibility to get access 

to data that represent the national level.  

¶ How well methods and theory presented in scientific literature that can be applied to 

the type of real-life data that is gathered. 
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2 THEORETICAL BACKGROUND 

A literature review was conducted to get a more in depth understanding of the central concepts 

and available resilience methods to serve as an inspiration to formulate the Resilience Assess-

ment Approach (RAA) to measure resilience level for different types of critical infrastructures 

(CIs). The review was targeted mainly towards literature involving quantitative methods to 

assess resilience of technical CIs by utilising the databases LUBsearch and LOVISA. The fol-

lowing keywords were used: Resilience in different combinations with words like Metric, As-

sessment, Model, Modelling, Framework, System, Critical Infrastructure, Technical Infrastruc-

ture System, Quantitative. 

To give a context for the ideas and work in the thesis and to establish a theoretical background 

for arguments put forward, this chapter will start with an introductive part of underpinning 

concepts for the thesis (section 2.1). In the second part of the chapter the focus is narrowed 

towards resilience in the field of engineering (section 2.2), where we present the ideas put 

forward in relevant academic literature regarding assessing resilience of CIs, followed by a 

discussion about what has and has not been done so far (to our knowledge) in this field of 

study. The latter, to introduce what kind of theories and ideas that is lacking in the scientific 

literature and is of essence to be able to fulfil the aim of the thesis. 

2.1 CONCEPTS 

2.1.1 CRITICAL INFRASTRUCTURE 

Modern society is highly dependent on vital societal functions (VSF) (e.g. electricity, water, 

food) which are provided by various critical infrastructure (CI) (e.g. electric transmission and 
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distribution grids, water distribution networks, and road transportation) (MSB, 2014). The in-

frastructures that are considered to be critical are those that if a disruptive or destructive event 

occurs results in severe impact on the nationôs economy, security and/or social well-being, in 

essence severely impacting services and systems that are of significance to human activity 

(MSB, 2014; Brown, 2006; Rinaldi et al., 2001). Furthermore, infrastructures are complex sys-

tems that are highly interconnected and dependent upon each other. For an individual CI to 

operate at normal functionality it requires either products and/or services from other CIs (Laugé 

et al., 2015; Rinaldi et al., 2001).  

The Swedish Contingency Agency (MSB) (2017a) refers to a critical infrastructure as ñthe 

activities, facilities, nodes, infrastructure and services that maintain the function that they are 

a part ofò (p. 1), this is similar to how CI are defined for example in USA, Canada and European 

Union (Homeland Security, 2017; Public Safety Canada, 2017; EU, 2008). CI can be present 

at any level of society, that is national, regional and local (MSB, 2017a). Additionally, MSB 

(2017a) refers to vital societal functions as ñéthe activities that maintain a given functionality. 

Each such function is included in one or more societal sectorsò (p. 1). What determines a CI 

according to MSB (2017a) is if the infrastructure meets one of the stated criteria (p. 1): 

¶  ñA loss of or a severe disruption to the activity that alone or together with other similar 

events, rapidly leads to a serious societal emergency or crisisò.  

¶ ñThe activity is necessary and very essential so that he harmful effects of a societal 

crisis can be mitigated as much as possibleò. 

CIs can be identified within different sectors. MSB (2014) refers to them as societal sectors. 

Within each sector various VSF are present. In Sweden there are eleven societal sectors: En-

ergy supply, Financial services, Trade & Industry, Health, medical and care services, Munic-

ipal technical services, Information and communication, Food, Public administration (man-

agement functions and support functions), Protection, safety and security, and Transport. It 

varies between nation to nation which and how many sectors that are classified as critical in-

frastructure sectors. For example there are sixteen sectors in USA (Homeland Security, 2017), 

in Canada ten sectors (Public Safety Canada, 2017), and in UK thirteen sectors have been iden-

tified as critical or national infrastructures (CPNI, n.d.). 

Nations all over the world recognise the importance of protecting CIs with the aim to reduce 

the vulnerability of the CIs and strengthen their resilience (European Commission, 2017; 

Homeland Security, 2017; Public Safety Canada, 2017; MSB, 2014). The concept of CIs was 

relatively new in USA in 2006 according to Brown (2006). It was first defined in an official 

federal policy in 1996, Executive Order 13010 signed by President Bill Clinton which related 

to protection of critical infrastructures. The September 11 2001 terrorist attacks highlighted the 

issues of defence and security, and CI protection became a top federal priority (Brown, 2006). 
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The European Union also developed a critical infrastructure protection program, following 

September 11, 2001 and the bombings in London and Madrid, in which the 2008 EU-directive 

was important part. This directive focusses on European critical infrastructure and their pro-

tection and where CI was defined from an EU perspective (MSB, 2015, 2009; EU, 2008). In 

Sweden the concept was not formally defined, and a plan sketched out until 2013. This was 

done in a document from the MSB (2013) regarding an action plan for the protection of vital 

societal functions and critical infrastructure. The European program was one of the driving 

forces behind the Swedish action plan (MSB, 2015). Even though the CI term has been around 

for some time now, it is still relatively new within Sweden. 

Brown (2006) emphasises that long before the critical infrastructure concept became a trend 

within the political scene, ñthreats to services and systems that are important to human activity 

have always been with usò (p. xiii). Disturbances due to infrastructure failure can result in 

consequences spanning from benign to catastrophic (Little, 2003). These failures can result 

from various hazards and threats that the CI faces. It can be nature related hazards, such as 

lightning, hurricanes and severe storms, earthquakes and floods. It can also be related to threats 

such as antagonistic and premeditated destruction of the CI. Failures can also arise are due to 

degradation of the CI (simple wear-and-tear), insufficient maintenance, outdated technology, 

accidents and recurring human errors (Brown, 2006). 

As mentioned previously, CIs are dependent and interconnected (in other words interdepend-

ent). The combined operational characteristics of infrastructures are strongly influenced by 

how strong the linkage between the infrastructures are (Johansson, Hassel, Cedergren, 

Svegrup, & Arvidsson, 2015). Tight connection means that the system has little or no flexibility 

to respond to failure or the changing condition. While loose connection, then the system is 

relatively flexible to respond to changing condition or failure (Rinaldi et al., 2001). Addition-

ally, Nan and Sansavini (2017) states that ñthese interdependencies might also be a source of 

threat generating risksò (p. 35). This in turn makes mitigation strategies to minimize the dam-

age to an infrastructure and to ensure its continuity of service complicated. Due to this linkage 

between infrastructures there is a possibility of a cascading failure could occur cross the bound-

ary of the infrastructure (Little, 2003), meaning the failure of one infrastructure could result in 

a failure of another infrastructure. Thus, increasing the vulnerability of the infrastructures to 

negative impact which may not be easily foreseen (Nan & Sansavini, 2017; Johansson & 

Hassel, 2010; Wilhelmsson & Johansson, 2009). Rinaldi et al. (2001) broadly categorises three 

classes of infrastructure failure: Cascading failure ï ña disruption in one infrastructure causes 

a failure [é] in a second infrastructure.ò Escalating failure ï a ñdisruption in one infrastructure 

exacerbates an independent disruption of a second infrastructure (p. 22) ñ(e.g., the time for 

recovery or restoration of an infrastructure increases because another infrastructure is not avail-

able)ò (Little, 2003, p. 3), and Common cause failure ï ñtwo or more infrastructure networks 
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are disrupted at the same time [é] because of a common causeò (Rinaldi et al., 2001, p. 22) 

ñ(e.g., natural disaster, right-of-way corridor)ò (Little, 2003, p. 3). 

The critical infrastructure sectors presented by MSB (MSB refers to them as societal sectors) 

gives a starting point to determine which technical CIs we should attempt to get interruption 

data for from a national perspective for this thesis. CIs are the backbone of societies. Thus, it 

is important for a CI to be able to recover quickly from interruptions. Though interdependen-

cies are not the focus of this thesis, it is important to mention to gain a better understanding of 

CIs vulnerabilities and that threats can also come from interruptions in other infrastructures. 

These dependencies can also prolong the recovery process and the aggravate the consequences 

that arise in the society. This is where the concept of resilience is of value. The more resilient 

a system is, the quicker it recovers from disturbances.  

2.1.2 RESILIENCE 

To start with, as mentioned in the introduction, resilience comes from Latin and means the 

ability to bounce back (Hosseini et al., 2016; SAOL, 2015), and we simply define resilience as 

óthe ability to cope with and recover from stress'. Historically the term has been used in many 

fields and disciplines, an engineering article from as early as 1818 (Tredgold) is found men-

tioning resilience as the greatness describing how much strain a material can resist without 

permanent distortion, in this case regarding different kinds of timber. A medical paper is found 

mentioning the term already during the 19th century, where it describes resilience regarding 

certain tissueôs ability to bounce back in our private parts (Macgillivray, 1897). It is also a well-

known and used concept in economics, where it can describe an economyôs ability to withstand 

and recover from a chock (Briguglio, Cordina, Farrugia, & Vella, 2009). Other disciplines 

where the term is frequently used is sociology, where resilience is can be defined as ñé the 

ability of groups or communities to cope with external stresses and disturbances as a result of 

social, political and environmental changeò (Adger, 2000, p. 1) and in ecology, where it is ñé 

a characteristic of ecosystems to maintain themselves in the face of disturbanceò (Adger, 2000, 

p. 1). The concept is used from many different perspectives, such as organisational structuresô 

operational continuances and adaptabilities, supply change management, safety engineering, 

disaster management, etc. (Bhamra, Dani, & Burnard, 2011). Regardless of the broad applica-

tions and usage there is a common ground that seems to be generic in all the different defini-

tions, even if the terminology might differ slightly depending on the writer and the subject area. 

Fundamental properties that seem to be considered essential for a system to be resilient are 

given by abilities such as preparedness, readiness, robustness, recoverability and adaptability 

(Hosseini et al., 2016; Bhamra et al., 2011). 

Understanding the concept of resilience, and how it differs between various disciplines, and its 

properties is fundamental in order to measure resilience of critical infrastructures. In section 
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2.2 we narrow the scope and focus on how researchers in academic literature related to engi-

neering systems have been attempting to measure resilience and give examples of how re-

searchers have approached quantification of resilience in critical infrastructures.  

2.1.3 RISK MANAGEMENT 

Risk management is often considered as a process that raises awareness of potential risks that 

a system can be exposed to (or threaten by) in terms of events that can result in negative con-

sequences. This then provides a basis for managing the risks that fall outside of what is con-

sidered to be acceptable risk (e.g. through risk mitigation or risk prevention). A system can 

refer to entities such as organisations, whole society (or some of its parts at different levels, 

e.g. local or regional level), or one/several critical infrastructures. Consequently, risk manage-

ment can be applied within multiple disciplines.  

According to the International Electrotechnical Commission [IEC] (1995) risk management 

consists of three parts, that is risk analysis, risk evaluation and risk reduction/control in sys-

tematic way (see Figure 1). Where risk assessment consists of the first two steps, i.e. risk anal-

ysis and risk evaluation, which involves identifying and analysing risk scenarios and then con-

sider which risks are deemed acceptable and which are not with the aim to put forth potential 

risk mitigation options. For those risks that are deemed not acceptable an attempt is made to 

reduce or control the risks in order to achieve successful management (Nilsson, 2003). 

 

Figure 1 Risk management process, adapted from IEC (1995) 

The word risk is fundamental in the risk management process (RMP), as the risk management 

term indicates. Meaning, in order to manage the risks, one needs to define what risk is. How-

ever, the concept is not strictly and unambiguously defined, as its meaning can vary between 

disciplines and peoplesô perspectives and is associated with impact on what humans values e.g. 

in relation to environment, economic (property), human life (European Commission, 2010; 
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Renn, 1998). Generally risk is defined by answering the three questions presented by Kaplan 

and Garrick (1981):  

i) What can go wrong?  

ii)  What is the likelihood of it happening? 

iii)  What are the consequences?  

This way of defining risk is commonly used when conducting risk assessments of engineering 

systems. The outcome is a list with various scenarios, the probability of each scenario and 

consequences. 

During the analysing phase of the RMP it is essential to consider the effects on what is believed 

being of value (in other words the consequences to what we as humans put value on) (MSB, 

2017a). From the perspective of societal safety and protection of critical infrastructure and its 

vital societal functions MSB refers to these values as core values and within Sweden they are 

the following (MSB, 2014, p. 11):  

¶ Human life and health 

¶ Vital societal functions 

¶ Democracy, rules of law and human rights 

¶ Environment and property 

¶ National sovereignty 

It can be expected in terms of this context that these values can vary from nation to nation, in 

terms how broadly they are defined. 

Vulnerability is another term that is very relevant to the RMP (Johansson, Hassel, & Zio, 2013). 

It indicates the impact of an adverse event, meaning how serious and how much a system or 

society, or part thereof, is affected. Actors have certain capabilities to deal with the conse-

quences of an event. That said, a degree of vulnerability can be indicated by the consequences 

when a society or an actor fails to anticipate, manage, withstand, and recover from an event 

(MSB, 2011).  

In Sweden all municipalities, county boards and central agencies are bound by law to perform 

a risk and vulnerability analyses (RVAs). The reasoning behind it is to strengthening crisis 

preparedness of individual actors and the as a whole society at all levels (national, regional, 

local) (MSB, 2017a). ñIn accordance with MSB regulations on risk and vulnerability assess-

ments, public sector actors are required to report identified VSF & CI and their critical depend-

enciesò (MSB, 2017a, p. 1). These RVAs contribute to gaining knowledge of the national risk 

picture, as well as providing a basis for decision making, urban planning and information for 
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the public about societal risks. Overall, the aim of the RVA processes is to develop joint soci-

etal ability to manage risks and vulnerabilities, as well as prevent and mitigate them (MSB, 

2017a).  

A risk management process that incorporates both risk and vulnerability analysis in accordance 

to MSB (2011) is demonstrated in Figure 2. 

 

Figure 2 Risk management process which includes vulnerability assessment, adapted from MSB (2011). 

Translation from Swedish to English done by author of this thesis. 

Figure 1 and Figure 2 are just two of many ways to illustrate the risk management process. The 

benefits of having a well-defined RMP is that it enables for more effective management of 

risks (Swedish Standards Institute, 2009), which is considered essential for dealing with com-

plex systems. 

A successfully performed RAA as suggested by the scope of this thesis will quantify resilience 

for different tCIs. Such results could be found as useful tool in the RMP, e.g. in the risk analysis 

and vulnerability analysis stages of analysing certain risks. If the measured resilience results 

from different time-periods are compared, e.g. before and after a performed risk management 

process, it could possibly be used as an input for evaluation. Such results can then be used to 

compare between the tCIs, to display where different efforts are put to best use. 

Furthermore, if such results are compared for a single large-scale event, like a storm, the results 

could possibly be used to analyse how vulnerable the different tCIs are for the given event.  

RESILIENCE AND RISK MANAGEMENT  

In terms of risk engineering the concept of resilience has not been widely used until quite re-

cently. As MacKenzie and Barker (2013) argues on system resilience and risk engineering, that 

historically has risk assessment procedures been focusing on the classical definition of risk as 

a product of a risk scenarioôs probability and consequence. This have meant that to mitigate 

the risk, work have mainly been put on preventive efforts that absorbs (lesser consequence) or 

avoids (lower probability) the risk. Lately emphasis has been made to enlighten the fact that 

disasters and disruptive events will continue to occur and shock societies in new and unantici-

pated ways, they will cause civil damage and lives no matter how well these societies are built 

and prepared, so that focus of risk management should be broadened and put on the risk event 
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as a whole; effort is needed in all phases: preparedness, response, and recovery (MacKenzie & 

Barker, 2013).  

2.1.4 SPATIAL PLANNING 

Spatial planning is an interdisciplinary activity of planning the spatial dimensions of society, 

basically referring to where to put what and for what reason. It deals with objectives that unites 

economic, social and environmental goals (ESDP, 1999). It is not simple to define, and the 

scope of spatial planning is interpreted differently amongst actors. It includes disciplines such 

as physical planning, community planning and urban planning. The United Nations Economic 

Commission for Europe (UNECE) summarizes the aim of spatial planning in ten items, which 

are the following (UNECE, 2008, p. vii) 

1. Promote territorial cohesion through a more balanced social and eco-

nomic development of regions, and improved competitiveness;  

2. Encourage development generated by urban functions and improve the 

relationship between the town and countryside; 

3. Promote more balanced accessibility; 

4. Develop access to information and knowledge; 

5. Reduce environmental damage;  

6. Enhance and protect natural resources and natural heritage;  

7. Enhance cultural heritage as a factor for development; 

8. Develop energy resources while maintaining safety; 

9. Encourage high-quality, sustainable tourism; 

10. Limit the impact of natural disasters. 

To approach this concept with a Swedish perspective is complex, commissions and legislations 

of several authorities needs to be addressed to cover these items and there is no clear Swedish 

translation of the English term spatial planning, which makes it even more difficult to address 

(Nordregio, n.d.). We have found the different aspects of spatial planning and the shared re-

sponsibilities between actors to overlap each other and that they are sometimes difficult to 

differentiate. Boverket (2017) divides the Swedish scope of spatial planning in three levels, 

namely: 

¶ National level 

¶ Regional level 

¶ Municipal level 
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Most of the Swedish spatial planning is carried on the two latter levels, where the municipalities 

have the most power and influence. They are responsible for everything from micro level de-

cisions in the so-called ódetailed development plansô, to an overall macro perspective in the 

municipalityôs more general and so called ócomprehensive planô (Boverket, 2017). Despite the 

municipalitiesô self-governed power, the regional- and national levelôs influence regarding spa-

tial planning is still of importance from a risk perspective. Especially regarding tCIs, as they 

are crucial for the whole nation. 

The RMP in relation to spatial planning in accordance to Räddningsverket (1998) does not 

differ much from the more classic schematics of the RMP (see Figure 3). 

 

 

Figure 3 Risk management process in the context of spatial planning, adapted from Räddningsverket 

(1998). Translation from Swedish to English done by authors of this thesis.  
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RESILIENCE AND SPATIAL  PLANNING  

As Fleischhauer (2008) states, hazards are more or less prone to be area-specific. While com-

paring the risks from a volcano (fixed location) with the risks with terrorism/storms (unpre-

dictable location), it is obvious that some risks are spatially more easily assessed. However, 

calls for methods that can aid the process to identify, locate and quantify societal hazards are 

mentioned both by Fleischhauer (2008) and in the UNDP lead project of Pelling et al. (2004). 

It is of our belief, that if adapted and utilised in the right way, the RAA presented in this thesis 

could contribute in such processes. 

2.2 RESILIENCE AND ENGINEERING 
Various literature is available on suggestions how to measure resilience from different perspec-

tives, where engineering perspective is of interest here. Methods depicted in academic litera-

ture to assess resilience of CIs can be divided into qualitative assessments and quantitative 

assessments (Hosseini et al., 2016). Qualitative assessments approaches uses ideas and reason-

ing to assess resilience, while quantitative methods uses calculations, statistical and mathemat-

ical approaches (G. P. Cimellaro, 2016). From an even wider perspective, these methods can 

be divided into three categories: expert based, modelling and simulation based, and empirical 

based methods. Methods that are considered expert based are typically based on assessment of 

system characteristics (e.g. redundancy and resourcefulness), where some sort of resilience 

index for the system is produced through aggregation of experts' opinions (Hassel & Johansson, 

2016; Hosseini et al., 2016). The resilience elicitation approach depicted by Chang, McDaniels, 

Fox, Dhariwal, and Longstaff (2014) is one example of expert based method, where in context 

of interdependent critical infrastructures they estimate resilience levels based on expert opin-

ions for a specific scenario which results in estimated service disruption levels. Severity of a 

disruption is rated from no loss to severe loss for various time lengths of disruptions. Modelling 

and simulation-based methods, in the contexts of assessing resilience of CI are quantitative 

approaches with the aim of observing the modelled behaviour of the system during disruptive 

event (Hosseini et al., 2016; Ouyang & Dueñas-Osorio, 2014). Some authors even include 

conceptualisation of more general resilience metrics which could be utilised for empirical re-

silience analysis and apply them in the context of modelling and simulation (Nan & Sansavini, 

2017; Panteli et al., 2017). Methods based on modelling and simulation span e.g. from being 

network theoretical, optimization, Monte Carlo to fuzzy logic approaches (Hosseini et al., 

2016). 

As mentioned so far, there are many ways to take on resilience assessments, all with different 

and unique strengths and weaknesses. However, for this thesisô purpose, the most interesting 

part of the literature and research are the methods with empirically produced results, meaning 
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that they use some form of data or other types of observations to empirically withdraw charac-

teristics or parameters that are representative for measuring resilience. This topic is young and 

interesting work has been found that we have had the benefits of being inspired of. For instance, 

Wilhelmsson and Johansson (2009) displays an example from how empirical data can be used 

to derive characteristics of a system that represents properties of resilience, which is exactly 

what this thesis aims at. Other work that addresses the field of assessing resilience from dis-

ruptive events is e.g. Panteli et al. (2017), who presents methods of measuring resilience by 

using the number of tripped powerlines to define resilience metrics. Nan and Sansavini (2017) 

and MacKenzie and Barker (2013) uses similar ideas to measure resilience, both quite detailed 

methods for measuring the system, meaning that they need information that is not easily ac-

cessible. Further, they are commonly looking at single large-scale kind of events. What we 

could not find in our literature review, is a generic method that can be applied to empirical 

interruption data without the need of additional time-consuming data gathering, and that takes 

a broader spectrum of interruptions into consideration. What most of the above-mentioned re-

search has in common, is the conceptualisation of systems resilience by looking at ófunction-

alityô as a function of time during disruptive events, which is described in further detail in the 

next section. 

2.2.1 QUANTITATIVE RESILIENCE ASSESSMENT APPROACHES 

Many methods exist to numerically define and quantify resilience for critical infrastructures, 

there seem to be no end to all the different suggestions one can quantitatively measure and 

define resilience. There is one thing almost all the resilience assessment methodologies have 

in common, which is the idea of a systemôs measured ófunctionalityô over ótimeô. Whereas the 

emphasis is generally on measuring resilience in relation to a single specific event or a scenario 

(Nan & Sansavini, 2017; Panteli et al., 2017; Hosseini et al., 2016). The idea of looking at 

resilience as something that should relate to the measured system functionality over time, was 

initiated by Bruneau et al. (2003). Basically, an incident results in an immediate loss off func-

tionality, from which the system then recovers, resulting in a triangular shape when system 

functionality is plotted as a function of time, see Figure 4. Bruneau et al. (2003) proposed 

conceptualisation is sometimes referred to as the ñresilience triangleò (Panteli et al., 2017; 

Hosseini et al., 2016). 
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Figure 4 Functionality F(t) plotted as a function of time, adapted from Hosseini et al. (2016). 

The product of functionality loss over time is normally referred to as óresilience lossô (RLoss in 

Figure 4), and is the fundamental idea used in in all the presented models and approaches. The 

initial drop in functionality F(t) (in this thesis we refer to this drop as Functionality Loss) can 

be an indicator of the systemôs robustness, and the behaviour of phase from F(to) to F(T +t0) 

indicates the systemôs rapidity, recoverability and/or preparedness (G. P. Cimellaro, 2016). 

There are different ways to interpret the recovery-phase and analyse its behaviour to quantify 

better or worse resilience. Three different types of recovery-phases are suggested by G. 

Cimellaro, Fumo, Reinhorn, and Bruneau (2009) and shown in Figure 5, of which the expo-

nential shape is considered the one that is most common in real events, demonstrating a well 

prepared and a rapid recovery of system functionality.   

 

 

Figure 5 Different recovery behaviours, of which the 'Exponential' shape indicates better recovery and the 

'Trigonometric' shape indicates worse, adapted from G. Cimellaro et al. (2009). 
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In literature there are also depicted example of approaches where the resilience curve (some-

times referred to as functionality curve) is divided into several different phases; such as óorig-

inal steady stateô, ósystem disruptionô, ódisruptive stateô, ósystem recoveryô, and a óstable end 

stateô (Nan & Sansavini, 2017; Henry & Emmanuel Ramirez-Marquez, 2012). Here we have 

two additional phases compared the resilience curves presented in Figure 4 and Figure 5, which 

are the system disruption and disrupted state. System disruption, is the state in which the sys-

temôs functionality decreases more slowly from the disruptive event, hence describing a system 

with the ability to supress the initial drop. Before the system then starts to recover it is in the 

disrupted state, which describes a system that might sustain the state of disruption for some 

time, normally unwantedly, before it enters the recovery phase, as seen in Figure 6.  

 

 

Figure 6 The idea of óSystem Disruptionô, that leads to a óDisrupted Stateô before recovery, adapted from 

Hosseini et al. (2016).   

These engineering perspectives on resilience poses two fundamental questions:  

¶ How to define the functionality? From what kind of data or observations should the 

functionality curve be based upon and how is that data used to derive metrics that can 

quantify the functionality over time (shaping the line)? 

¶ How to define resilience from the measured functionality? When the functionality is 

measured and calculated, how does one derive different metrics and finally derive re-

silience from this information? 

Here the several different ways are suggested in the literature on how to interpret and quanti-

tatively measure resilience. One example is MacKenzie and Barker (2013) where data regard-

ing electrical power outages is used to derive the functionality. Another example is from Nan 
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and Sansavini (2017) where a combination of number of tripped power lines, energy not served 

and the availability of some important instruments is used to derive functionality. A third ex-

ample is from Panteli et al. (2017), where the number of tripped power grid lines and delivered 

power is used to derive functionality. A fourth example is from Vugrin, Warren, and Ehlen 

(2011), where different costs for repairing and recovery of petrochemical supply chains is used 

to derive functionality. And a final example is G. P. Cimellaro et al. (2010) where lost lives in 

combination with different restoring costs for hospitals is used to derive functionality. These 

are only some examples from approaches that measures functionality, similarly to the approach 

presented in this thesis. The specifics of the different suggested methodologies and how to 

calculate the resilience are different in them all.  

Our aim is to provide a generic RAA that is utilising empirical interruption data to assess over-

all resilience of different types of tCIs. For the development stage of the RAA the above sug-

gested quantitative resilience assessment methods have been used for inspiration. Hence, as the 

collected interruption data span long periods of time and contains hundreds and thousands of 

interruptions (compared to the dominating view of measuring resilience for single specific 

events), assessing resilience in terms of functionality over time becomes the fundamental ap-

proach and starting point for developing the RAA. 
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3 METHODOLOGY 

The aim of this thesis is on assessing resilience of critical infrastructures (CIs) that falls within 

the category of technical, referred to as technical critical infrastructure (tCI). It was unknown 

from the start of the project what kind of interruption data and for how many tCIs it would be 

possible to retrieve data from, it was decided to approach as many tCIs as possible in the be-

ginning of the data collection process. In summary the following tCIs we were able to attain 

usable data from: Electricity Transmission, Electricity Distribution, Transport Road, Transport 

Railway, Water Supply and Telecommunication. Attempts were also made to retrieve interrup-

tion data for District Heating, Transport Maritime and Transport Aviation, but without success. 

In this chapter the method used for gathering the data (section 3.1), for processing and treating 

the raw data (section 3.2) and the developed resilience assessment approach (section 3.3) is 

presented. 

3.1 DATA GATHERING PROCESS 

3.1.1 ILLUSTRATION OF THE DATA GATHERING PROCESS 

Figure 7 demonstrates the outline of the conducted iterative data gathering process. This pro-

cess was split into three different phases. 

PHASE 1 

Identifying technical critical infrastructures (tCIs) within Sweden that are of interest. 

PHASE 2 

Identifying actors, preferably at national level, that potentially collects interruption data for the 

respective CIs. Once identified, contact the respective actor or actors and attempt to get in-
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touch with appropriate department or person within the organisation. In cases where an actor 

is unable to assist, that actor is considered a dead end and further attempts, if possible, are made 

to identify another actor or actors for that respective CI that could potentially collect interrup-

tion data.  

PHASE 3 

Retrieve the interruption data from the respective actors and examine it to gain further under-

standing of the quality and quantity of the data. Important points to consider are: 

i) How the data is presented? (e.g. is the data aggregated in Excel spread sheets or is it in 

form of incident reports that need to be manually aggregated into Excel spread sheets?) 

ii)  What are the parameters given in the data set?  

iii)  What are the limitations of the data? 

After gaining knowledge of the respective data set, it needs to be determined if the data set has 

at least the minimum desired parameters needed for the Resilience Assessment Approach 

(RAA). If not, additional attempts are made, by the contacting the informant of the respective 

CI and/or search online for additional information, to gather the necessary data. If additional 

data is achieved it again needs to be evaluated. This is considered an iterative process. In cases 

were no more useful information and/or data can be gained the process is stopped.   
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Figure 7 Outline of the data gathering process 

3.1.2 FURTHER ELABORATION ON THE DATA GATHERING PROCESS 

When it came to identify and contacting actors for a specific infrastructure to inquire interrup-

tion data, this process normally involved contacting several different actors, as well as different 

persons within an actorsô own organisations, and following suggestions of appropriate contact 

persons, all in the attempt to find the appropriate contact person with the knowledge and the 
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resources to assist with supplying the desired data. In the cases where interruption data could 

possibly be obtained, the contact person often needed further understanding about the aim and 

purpose of the thesis to comprehend what kind of specific data. There was also a need from 

our side to understand what kind of data the respective actor collected, to enable to formulate 

understandable requirements for the actor in order to retrieve adequate data. For those CIs that 

could offer interruption data, further explanation regarding parameters given in the data set and 

additional information and/or data was needed in most cases to be able to use the data.  

The initial intention was to collect interruption data from actors solely at a national level, how-

ever that was not possible for all critical infrastructures (such as for Water Supply). The actors 

that provided interruption data that met the requirements for our resilience analysis are pre-

sented in Table 1. Additionally, Göteborgs Kretslopp och Vatten (Water Supply), VA SYD 

(Water Supply) and SUNET (Telecommunication Network) provided us with data. Unfortu-

nately, these data sets did not meet the minimum requirements for our resilience analysis, thus 

they were excluded from further analyses (discussed further in section 4.7). 

 

Table 1 The actors that provided interruption data 

 

Once we started to receive interruption data from the different actors, we started to get a better 

understanding of its limitations. Consequently, our desired parameters changed over time as 

we needed to adapt our requirements to the recorded parameters presented in each data set, as 

well as all of the different data sets as a whole. Furthermore, an evaluation was needed to 

determine whether the provided data set contained enough parameters in order to analyse and 

compare the level of resilience between the different CIs. It should be noted that not all the 

Critical Infrastructure  

Sector 

Critical Infrastructure  Interruption data provited by  

Energy supply Electricity Transmission Svenska kraftnätet (SvK) 

Energy supply Electricity Distribution Energiföretagen 

Transport Transport Road Trafikverket 

Transport Transport Railway Trafikverket 

Information and 

communication 

Telecommunication Post- och telestyrelsen (PTS) 

Municipal technical 

services 

Water Supply Stockholm Vatten och Avfall (SVOA) 
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gathered interruption data contained enough parameters to derive a resilience metric and con-

sequently to do a resilience comparison. 

It is should further be noted that the process of gathering the data ended up being a compre-

hensive part of the thesis work and was much more time consuming then initially anticipated. 

This process has resulted in more than hundred emails communications, along with dozens of 

phone calls, and a skype conference. 

3.2 DATA PROCESSING 

3.2.1 PRESENTATION 

For each data set, the data presentation includes a description of the source, what kind of pa-

rameters are included and a summary of the data. In addition to that a quality assessment is 

performed. The quality assessment is conducted by analysing missing values or insufficient 

data points for the given parameters and presented in figures. The gathered data is presented in 

Chapter 4.  

3.2.2 DATA TREATMENT 

 

Figure 8 Data treatment process consists of three phases: Untreated Data, Data Treatment, and Treated 

Data. 

The collected interruption data was given in Excel format for nearly all of the collected inter-

ruption data. The exception is the Telecommunication infrastructure, where the information 

was received in the form of individual incident reports. These reports needed to be manually 

transcribed into a suitable data format and stored in Excel. How we approached this is covered 

in section 4.6. 

The software Matlab is used to transform the Excel files into a suitable format for: data treat-

ment, calculations and to create result figures. 
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The data treatment process (showed in Figure 8) consists of three phases: óUntreated Dataô, 

óData Treatmentô and óTreated Dataô. Only the parameters that are fulfilling the criteria of the 

RAA are evaluated. Meaning each single interruption needs to have a Start DT, End DT and 

minimum one consequence parameter. In the Untreated Data phase each single recorded in-

terruption in the collected interruption data is evaluated and divided into three categories:  

¶ Valid data: 

o Single interruptions containing all the required parameters for the RAA. 

¶ Unusable data: 

o Single interruptions that can be considered containing unrealistic values, that 

are considered incorrect and cannot be adjusted, in one or several of the param-

eters that are essential for the RAA. 

o Single interruptions that completely lacks values for one or several of the pa-

rameters to meet the criteria of the RAA.  

¶ Zero value: 

o Single interruptions given with zero duration but results in consequences, mean-

ing the consequences are greater than zero. 

o Single interruptions that have a recorded duration but results in zero conse-

quences.  

In the Data Treatment phase, the treatment of data is split into two parts: 

¶ General data treatment ï Applies to all single recorded interruptions in the collected 

interruption data:  

o Unusable data category: Removal of single interruptions from the collected data 

set, if and only if, they are deemed to give an unrealistic value in any of the 

three parameters required for the RAA (e.g. negative values for duration or for 

consequences). 

o Zero value category: Removal of single interruptions containing zero values for 

either duration (End DT ï Start DT), consequence or both. Note, Infrastructure 

specific data treatment applies here for two CIs which partly overrules this treat-

ment step, see further in section 5.1.2 and 5.4.2.  

¶ Infrastructure specific data treatment ï A treatment of data that only applies to a specific 

infrastructure. This kind of data treatment is addressed in Chapter 5 under the respective 

CI section when it applies.  
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The Treated Data phase is when the treated data has been achieved, here are all single inter-

ruptions considered valid and fulfil the fundamental criteria of the RAA, that is each interrup-

tion is registered with Start DT, End DT and have a consequence parameter. 

3.3 RESILIENCE ASSESSMENT APPROACH 
This section presents both the process of deriving at the RAA and the RAA itself.  

3.3.1 PROCESS OF DEVELOPING THE RESILIENCE ASSESSMENT 

APPROACH 

The development process for the RAA is an iterative process, see illustration in Figure 9. 

 

Figure 9 The process of developing the Resilience Assessment Approach 

Before developing the approach, the aim and purpose of the approach needs to be set. The 

theoretical background is used as input on how researchers within this field have been depicting 

ideas on how to measure resilience. Input from these approaches are studied to increase our 

understanding of the limitations and the possibilities the parameters in the collected interrup-

tion data could offer. In section 2.2 we give a brief overview of how researchers have ap-
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proached resilience analysis, where a focus has been put on literature from an engineering per-

spective. The development phase involved testing ideas on a piece of the collected interruption 

data. The results from these tests were then evaluated in order to decide if it seemed to be a 

reasonable approach. All t hese steps are iterative as they involved making adjustment to the 

current method, some tested ideas were not fruitful and sometimes previous ideas where revi-

talized with minor changes. The second evaluation step was needed to make sure that the RAA 

fulfils its intendent purpose.  

The RAA presented in the following section and applied in this thesis is then end result of this 

process and has passed both of the evaluation steps, hence considered acceptable.  

3.3.2 PRESENTATION OF THE RESILIENCE ASSESSMENT APPROACH 

The aim of the RAA is to present a generic method that can be applied in resilience analysis of 

several different types of CIs at a variety of hierarchical levels by using empirical interruption 

data. By doing so, the different characteristics and properties of the measured states of resili-

ence can be discussed; opening for possible ideas and fields of practical usage of such an ap-

proach. 

It should be emphasised that the RAA is based on utilising empirical interruption data and is 

therefore naturally limited to the interruption parameters that are collected by the infrastructure 

owners or regulatory authorities. The interruption data is generally recorded as independent 

incidents and thus not much can be said about the events as a group, even though there might 

be a correlation between the interruptions. They are for instance not independent if they share 

the same root-cause (e.g. storm). However, the incidents that may be related are not necessarily 

easily linked together through the data provided.  

The RAA can be split into two parts. The first part (section 3.3.3) is to find the resilience 

parameters available, in a given set of data that measures properties that can be correlated to 

the characteristics of resilience, doing so by choosing metrics of any given individual interrup-

tion that can easily be measured and applied on any other interruption in each set of interruption 

data. The second part (section 3.3.4) is where it is presented and explained how the empirical 

interruption data is aggregated up to a ñnational system levelò based on unified, generic met-

rics. As the approach aims to measure resilience of the system as a whole, similar to a systemôs 

thinking perspective, the systemôs total level of functionality is defined by all its different partsô 

level of functionality. We hope and believe that by doing so, taking all the events that results 

in non-delivered service into account, a wider more and multifaceted approach to measure re-

silience could be made possible.  
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3.3.3 DEFINING RESILIENCE METRICS FOR AN INDIVIDUAL 

INTERRUPTION 

As mentioned in the previous section, the collected interruption data is commonly recorded in 

terms of independent single events (hereby referred to as an óinterruptionô). The parameters 

that can collectively be withdrawn from the interruption data of all the included CIs are:  

¶ when the interruption occurs, óstart date-timeô (Start DT),  

¶ when the interruption ends, óend date-timeô (End DT), and  

¶ what are the consequences due to the interruption.  

Overall, detailed information is lacking on how a single event behaves in terms of ófunctionality 

lossô over ótimeô. That is, how fast the functionality of the system decreases (the disruptive 

phase), when the recovery process is initiated and how quickly the system then recovers (the 

recovery phase). So, the behaviour of the system functionality is then unknown in terms of 

óFunctionality Lossô (FL) for a single interruption. Consequently, the collected data does not 

reflect the more detailed óresilience curvesô (sometimes referred to as ófunctionality curveô) 

depicted in literature on suggested methods/approaches to measure resilience for CIs from en-

gineering point of view (as described earlier in section 2.2.1).  

If every interruption recorded in the collected data contained more detailed information regard-

ing disruptive and recovery phase, then the behaviour of the system functionality due to a single 

event would perhaps better resemble the theoretical resilience curves as depicted in the scien-

tific literature (e.g. Panteli et al., 2017; Hosseini et al., 2016; G. Cimellaro et al., 2009). Unfor-

tunately, the collected interruption data lacks this information. For these reasons the behaviour 

of the functionality during a single recorded interruption in the collected data is defined with a 

box shaped profile, hereby symbolising the óResilience Lossô (RLoss) of the system in the thesis, 

see Figure 10. Overall, Functionality Loss, duration and Resilience Loss are referred to in this 

thesis as óresilience metricsô, whereas Functionality Loss and duration is a fundamental re-

quirement for the developed RAA for each single interruption. How these metrics are generi-

cally calculated for a single interruption are presented in the following sub-headings. 
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Figure 10 Functionality curve for a single interruption. Where 100% represents the normal state of the 

system where it is operating as it should with out interruptions. When an interruption occurs there is a 

drop in the system functionality, referred to as Functionality Loss (FL). Each single interruption has a 

duration from when it starts  untill the system has recovered from the interruption. The area framed by 

the Functionality Loss and the duration of the interruptio n is the Resilience Loss (RLoss) in the system due 

to a single interruption. 

DURATION METRIC  

For a single interruption, the duration metric represents how long the interruption last, in other 

words the time it takes the system to recover from the event. In the collected interruption data, 

each interruption is generally recorded with calendar date and time when the interruption starts 

and when it ends. Duration is simply calculated according to Eq. 1. 

Ὕ ὸ ὸ  

where 

Eq. 1 

 

 TDur:  The duration of a single interruption. 

Tend:  The End DT of a single interruption. 

Tstart:  The Start DT of a single interruption. 

In relation to usage of the term duration, in the context of this thesis the term refers both to a 

time vector (length of an interruption, e.g. number of hours), but it is also used to define the 

interruption in time-space with given Start DT and End DT (e.g. when (date) and at what time 

an interruption starts, and when (date) and at what time is it considered finished). Whereas, the 

latter is essential for the RAA. 

FUNCTIONALITY LOSS METRIC  

The Functionality Loss metric (FL), describes how much the functionality of the system has 

decreased compared to its normal state, see Eq. 2 and Figure 10. To determine the Functionality 
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Loss, the consequences of single interruption are normalised with an appropriate time-inde-

pendent baseline and should reflect the specified time-period of study. The baseline should be 

an indicator of the normal and full functionality state of the infrastructure and in the same unit 

as the recorded consequence of the interruption in the data, in order for the Functionality Loss 

be a unit less quote. Thus, the baseline and/or the recorded consequences for the interruption 

data may needed to be scaled in order to get a usable format. The generic equation for Func-

tionality Loss is presented in Eq. 2.  

Ὂ  
ὅέὲίὩήόὩὲὧὩ

ὄὥίὩὰὭὲὩ
 

where 

Eq. 2 

 

 FL:  Functionality Loss. 

Consequence:  The recorded consequence parameter for a single interruption 

in the interruption data. 

Baseline:  Appropriate time-independent baseline for a specified time-period 

of study. 

 

For the resilience analysis in this thesis the baseline is given on annual bases. 

RESILIENCE LOSS METRIC  

The Resilience Loss metric (RLoss), is the area described as the coloured box shaped area in 

Figure 10. As the collected interruption data is discrete, Resilience Loss of a single interruption 

is calculated as the sum of Functionality Loss over the duration of the interruption, see Eq. 3.  

It should be noted that the Resilience Loss metric does not capture what it means if an inter-

ruption has short duration and large Functionality Loss, or vice versa, as the two can give the 

same result in resilience loss.  

Ὑ Ὂ ὸ 

where 

Eq. 3 

 

 FL:  Functionality Loss of a single interruption. 

tend:  The EndDT of a single interruption. 

tstart:  The StartDT of a single interruption. 
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3.3.4 AGGREGATION TO A NATIONAL SYSTEM LEVEL  

The presented RAA aims to measure resilience of a CI at a ñnational system levelò, in other 

words analysing resilience of the system (the CI) as whole. As the overall CI is usually built 

up by several sub-infrastructures, it is thus essential to aggregate the interruption data from 

several sub-infrastructures that covers different geographical areas up to a national level. This 

kind of approach is argued to be better suited for guiding policy making and regulatory con-

sideration at this level. 

As previously mentioned, it is generally quite difficult make the connection between the rec-

orded interruptions within a CI, to determine if they are connected or not. For this reason, each 

individual interruption is treated equally. That is, each single interruption is considered to place 

a strain on the whole system with a negative effect on the functionality during that specific 

time period. In the cases where two or more interruptions occur simultaneously at any given 

time period, these are simply added together (in other words stacked), resulting in a fictive 

Functionality Loss (FL) of the system as a whole (the ñnational system levelò), see Figure 11. 

As stated in earlier in this chapter, the true behaviour of the system functionality during a single 

recorded interruption is unknown and is thus described with a box-shape profile. That said, the 

presented RAA would however still be applicable with interruption data of higher resolution, 

meaning more detailed information regarding the intermediate Functionality Loss behaviour 

during a single interruption. 

 

Figure 11 Illustration of how the interruption data from several sub-infrastructures (left) is aggregated to 

a fictive ñnational system levelò (right), by stacking where one or more interruptions occurs simultaneously 

(middle).  

The criteria for the RAA is that each recorded single interruption in the collected empirical data 

is registered with the following parameters: Start DT, End DT, and one or more consequence 

parameters which in turn can be transformed to Functionality Loss with an appropriate time-

independent baseline (also see under Functionality Loss Metric in section 3.3.3). For the RAA 

it is important to be able to locate the recorded single interruption in time for the given time 

period of the collected data, as well as knowing how much the Functionality Loss is for the 

respective interruption. This is essential to be able to stack the collected data to fictive national 

system level and estimate the resilience of the whole system (the CI). 
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Figure 12 Illustration of the fictive ñnational system levelò resilience curve. Where system functionality is 

affected by fictive national Functionality Losses within the system over a specified time period due to series 

of interruptions . Where 100% represent if a system is functioning as should, that is without interruptions 

that lead to loss in functionality. Note in the presented equation in this section utili ses quote instead of 

percentage). The ótotal resilience lossô in the system is shown as the area above the curve (the coloured 

area), while the ótotal resilienceô is the area below the curve. Here is also visually shown the óresilience 

meanô (RMean), which is utilized to compare the resilience levels of different CIs. 

Once the empirical interruption data has been aggregated it is possible to quantify the level of 

resilience and resilience loss for the respective CIs. How this is done is presented here below.   

TOTAL RESILIENCE AND RESILIENCE MEAN OF STREAM OF INTERRUPTIO N OVER 

SPECIFIED TIME PERIOD  

The ótotal resilienceô (RTot) of the critical infrastructure over a specified time period is shown 

in Eq. 4. 

Ὑ  ρ Ὂ ὸ    

where 

Eq. 4 

 

 FL :  Functionality Loss during time period t. 

T0  :  Start time of time period. 

Tend :  End time of time period. 

 

In order to be able to compare the different CIs and to take into consideration the varying time 

periods the óresilience meanô level (RMean) for a given time period is calculated according to 

Eq. 5 and Figure 12. 
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Ὑ
Ὑ

ὔ
   

where 

Eq. 5 

 

 N :  Total number of data points in time period for which the mean is calcu-

lated. 

 

TOTAL RESILIENCE LOSS AND RESILIENCE LOSS MEAN OF STREAM OF 

INTERRUPTION OVER SPECIFIED TIME PERIOD  

The óresilience loss meanô level can thus be simply calculated according to Eq. 6. 

Ὑ ȟ ρ Ὑ   Eq. 6 

 

Note, it is also possible to calculate the resilience loss mean by first calculating the total resil-

ience loss (see Eq. 7) and then divide it by the total number of data points in time period, N 

(see Eq. 8), and from there estimate the resilience mean from subtracting the resilience loss 

mean from one. 

Ὑ ȟ  Ὂ ὸ    

where 

Eq. 7 

 

 FL :  Functionality Loss during time period t. 

T0  :  Start time of time period. 

Tend :  End time of time period. 

 

 

Ὑ ȟ

Ὑ ȟ

ὔ
   

where 

Eq. 8 

 

 N :  Total number of data points in time period.  
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4 DATA PRESENTATION 

Disclaimer: Reading this chapter in depth is not entirely necessary to understand and appre-

ciate the results, discussions and conclusions of the thesis. This chapter is giving a thorough 

description of the collected data, necessary to enable a complete and holistic understanding of 

the forthcoming chapters.  

In this chapter, the reader will be introduced to the background of the collected interruption 

data on which the thesis is based upon. There are many factors that can contribute to a deeper 

and more holistic understanding of the used data, such as knowledge about the intentions and 

reasons for the collecting of data and if its gathered due to legal obligations or internal audit 

and improvement. Hence, as a basis to establish a fundamental understanding of the developed 

RAA, the limitations, delimitations and background of the achieved data is presented. Each of 

the different infrastructuresô data sets are presented with a generalised description, including 

information about how and from where the data was retrieved, and a descriptive background 

to why the data is gathered by the actor.  

The original state of the achieved data for each CI is presented for documentation purposes to 

give a fair overview of how the raw data looked like. A description of all the parameters in-

cluded in the data is given and then summarised by visualising the content in plots and graphs. 

A summarising table is presented for each of the obtained CIôs interruption data; the first col-

umn presents the collected variable categorises, the second column lists the variables and the 

third column shows the adopted values for each variable. For those variables where the adopted 

values are plenty and not in need of detailed presentation, an exemplifying selection of the ten 

most occurring values are given.  

The chapter finishes with an overviewing résumé of the collected and used data, as well as the 

collected data that could not be used and data that could not be achieved. For documentation 

purposes and clarification, this is considered being of importance as there were a couple of CIs 

ruled out due to lack of adequate parameters in the collected data, the implications of which is 

further discussed in the discussion in Chapter 8.  
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4.1 ELECTRICITY TRANSMISSION, 

SVENSKA KRAFTN T 
Svenska kraftnät (SvK) is the national system operator for electricity and the Swedish authority 

responsible for the electric power transmission systemôs ñstem networkò to be run safe, accord-

ing to the environmental needs and to be cost efficient. The stem network transports high volt-

age power from the generating sources; such as power plants and windmills to the region net-

works and local networks. The stem net also delivers sold power to connected nationalities as 

well as it receives power bought by Sweden. It states on their homepage that,  

ñThe government has assigned Svenska kraftnªt the task to maintain and develop 

the Swedish national grid for electricity. The national grid power lines transport 

electricity from wind, hydro and nuclear power stations to regional and local 

electricity networksò (SvK, 2017) 

According to Swedish and European Union regulations, all companies providing power sup-

plies are bound by law to deliver reports of outages and disturbances since 2009 (ENTSOE, 

2017; SvK, 2017; Regeringskansliet, 2009a). As a response, in 2009 SvK delivered the report 

ñGoals for operational safety and contingencyò2, where it states that all interruptions should be 

reported. The report does not yet contain the word resilience, but describing the concept in 

other words (Regeringen, 2009). 

The data achieved from SvK were received as an Excel file, containing operational outages 

from year 2005 to 2016. 

4.1.1 PARAMETERS 

Each line of data is representing an interruption, given by 14 parameters, which are summarised 

and categorised in Table 2. 

  

                                                 
2 In Swedish: Mål för driftsäkerhet (English Translation Disclaimer) 
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Table 2 Summary of given parameters3 in the interruption  data achieved from SvK 

 

The consequences are quantified by the interruptionôs duration time and the amount of óEnergy 

Not Suppliedô (ENS), of which the bigger part is equal to zero. The óInterruption minutesô are 

given with a resolution of whole minutes, however each interruption also comes with a Start 

                                                 
3 Disclaimer for the Swedish to English translation of parameters, variables and exemplifications. 

Parameter category Variable name Description with adopted values or exemplification 

General characterisics 

of interruption  

Failure 

identification 

number 

Integer  

 Date 2005.01.07 - 2016.12.18 

 Failure 

characteristics 

Persistant, transient 

 Initial/subsequent 

failure 

Initial, subsequent/latent failure 

 Failure type Examples: Other network, single-phase ground failure, 

pole-pole failure, SSR, 3-phase short circuit, excess loading 

Causes of interruption  Failure cause Operation and maintenance, high voltage equipment failure, 

control equipment failure, subsynchronous resonance, 

subharmonics, extarnal influence, thunderstorm, 

miscellaneous, unknown, other 

 Failure sub-cause Examples: Fire, animal, failure in other network, electronic 

component failure, flying vehicles incl. kites etc., leakage, 

glaciation, rain/moist/snow, timbering, 

Failing system section 

or component 

Installation 

component 

Examples: Circuit breaker, disconnectors and grounding 

switches, HVDC, power transformer, overhead line, series 

capacitor, other high voltage components in stations  

 SvKôs net/other net Home network, other network 

 Voltage level [kV] 130, 220, 400, < 100, HVDC (High Voltage Direct Current) 

Duration and 

consequences 

From 2005.01.07 07:08 

 Until 2016.12.18 07:43 

 Interruption minutes Integer, representing the interruptionôs duration in whole 

minutes 

 ENS [MWh] Integer 



 

 

38 

and End DT of a resolution of seconds, introducing the possibility of choosing the interruption 

times and duration with accuracy of whole seconds. Although, as the data is given with a pre-

calculated quantity of duration in whole minutes, it might indicate that whole minutes are a 

good estimation of the averaged true accuracy. Each interruption also comes with a dimension 

that defines the consequences in terms of ENS in Megawatt hours. 

Furthermore, each interruption is defined by several qualitative attributes. These are descrip-

tions about the interruptionôs characteristics in terms of the causes and what part of the system 

that is failing. E.g., there is information given about what kind of power grid that is affected, 

whether it is an initial or subsequent interruption and if so, is it caused by other interconnected 

networks than what SvKôs owns, see Table 2. 

4.1.2 SUMMARY 

SvK presents a consistent data set where the interruptions are similarly distributed amongst 

causes over the years, see Figure 13. This might be an indicator for consistency and similarities 

in reporting interruptions. Almost one quarter of the interruptions are due to natureôs powers, 

of which most are due to thunders storms and lighting.  

 

 

Figure 13 Summary of the Electricity Transmission infrastructureôs interruptions and their  causes, sum-

marised (left) and annually (right)  

4.1.3 QUALITY ASSESSMENT AND LIMITATIONS 

The data set received from SvK comes with some unusable data points each year, however the 

vast majority has all data points represented, see Figure 14. Among the bad parameters, most 

are just empty cells that are lacking information; almost no data is given with unrealistic or 

faulty numbers. Hence, this data is judged to be of very high quality and to represent charac-

teristics of interruptions that accurately resembles reality. 
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Figure 14 Number of missing parameters per year for the Electricity Transmission infrastructure   

4.1.4 RESILIENCE PARAMETERS 

This data set is almost spotless, with only one year where there was more than ten bad param-

eters and two years with none out of approximately 180, see Figure 15. However, as previously 

mentioned and worth noticing, nearly all the ENS values are equal to zero; describing interrup-

tions and incidents where some part of the system has failed but did not lead to any interruption 

of supply due to instant re-routing of power. Only six percent of the interruption result in ENS 

greater than zero, see Figure 15 below.  

The resilience metrics from SvKôs interruption data can be based on the calculated duration, 

derived from the given Start DT and End DT, and the amount of ENS for each interruption can 

be used to derive the Functionality Loss metric. However, in order derive the Functionality 

Loss metric it is not enough to have the consequences as presented. In terms of the Electricity 

Transmission interruption data the following is needed in order to derive the Functionality Loss 

metric, 

¶ The given consequence parameter ENS is not a timeless unit, meaning it is given as 

energy [Wh] which is time dependent, therefore the consequence parameter need to be 

made timeless by transforming it to power [W]. 

¶ The retrieved baseline is the total averaged Swedish power consumption. 

In section 5.1 a detailed description of how both duration and Functionality Loss metrics are 

derived for the interruptions of Electricity Transmission is given. 
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Figure 15 Usability of the interruption data for Electricity Transmission infrastructure , aggregated annu-

ally (above) and summarised by total interruptions, duration metric and the consequence resilience param-

eter (below).  

4.2 ELECTRICITY DISTRIBUTION,  

ENERGIF¥RETAGEN 
Energiföretagen is a relatively new Swedish trade association, operating since 2016. Though 

their main task is to ensure and maintain its membersô commercial terms, they also focus on 

developing the Swedish power system to keep it up to date with the development of new de-

mands and environmental needs. Energiföretagen continuously gather and analyse interruption 

data from their members and are bound to do so according to the same laws as SvK, see section 

4.1 above. The statistics of this data is summarised and presented by Tapper (2016) in the so 

called ñDARWin-reportsò, which are annually published by Energiföretagen (Energiföretagen, 

2017b, 2017a). With almost 100 member companies, this data represents nearly 90% of Swe-

denôs total end userôs. The interruption data from Energiföretagen were received as Excel files, 

separated by year for unplanned interruptions for the years 2005 to 2016. 
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4.2.1 PARAMETERS 

Each line of data is representing an interruption, given by 13 parameters, summarised and cat-

egorised in Table 3 below. 

Table 3 Summary of given parameters4 in the interruption  data achieved from Energiföretagen 

                                                 
4 Disclaimer for the Swedish to English translation of parameters, variables and exemplifications. 

Parameter category Variable name Description with adopted values or exemplification 

General characterisics 

of interruption  

Start date 2005.01.04 

 Start time hh.mm 

Examples: 12.32, 11.3, 15 

Notes: time written with decimals. Exact hours are not 

written like 12.00 but as an interger 12 

 End date 2016.12.31 

 End time hh:mm, see Start time above 

Causes of interruption  Failure cause Examples: Unknown, faulty production or component, 

fallen tree due to wind, thunder, fuse breakage, digging, 

lacking maintenance, wind, overload, snow or ice load 

 Interruption type Disruption 

Failing system section 

or component 

Disconnecting site 220 kV Backbone network; ² 220 kV own region net;  132, 

66, 45, 36 and 22 kV region network; 24, 12 and < 10 kV 

distribution network; 0.4 kV low voltage network 

 Failure site ² 220 kV home region network;  132, 66, 45, 36 and 22 kV 

region network; expired 22kV region network; 24, 12 and < 

10 kV distribution network; 0.4 kV low voltage network; 

relief facilities 

 

 

Network Home network, customer installation high voltage, customer 

installation low voltage, unknown, merged, overlying 

network 

 Installation 

component 

Examples: Unknown, overhead line unisolated, ground 

cable, fuse- or apparatus-box, bifurcating- or cabling-

cabinett, overhead line isolated, pole station, distribution 

centre, overhead bundled cable line, encapsulated 

transformer 
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The consequences are derived from of the number of high and low voltage customers affected 

by each interruption and the duration is easily calculated by the Start and End DT. Another 

time parameter is the óInterruption timeô, which is given pre-calculated as the total sum of all 

customersô factual interruption times, high and low voltage customers alike; both contributing 

equally to the total. This parameter tends to be lower than the calculated Interruption time, 

which is because of reconnected customers whom receive their power before the interruption 

is fixed for all, that is 

ὍὲὸὩὶὶόὴὸὭέὲ ὸὭάὩ ὫὭὺὩὲ 

ὃὰὰ ὸὬὩ ὧόίὸέάὩὶί ὥὧὸόὥὰ ὭὲὸὩὶὶόὴὸὭέὲ ὸὭάὩίȟ
ὫὭὺὩὲ ὦώ ὉὲὩὶὫὭὪĘὶὩὸὥὫὩὲ 

ὦέὸὬ ὬὭὫὬ ὥὲὨ ὰέύ ὺέὰὸὥὫὩ ὧόίὸέάὩὶί
  

 ̧(close to always less than or equal to) 

ὍὲὸὩὶὶόὴὸὭέὲ ὸὭάὩ ὧὥὰὧόὰὥὸὩὨ

ὌὭὫὬ ὥὲὨ ὰέύ 
ὺέὰὸὥὫὩ ὧόίὸέάὩὶί

  
ὈόὶὥὸὭέὲ

ὩὲὨ ὸὭάὩίὸὥὶὸ ὸὭάὩ
  

 

Worth mentioning is that the parameters received from Energiföretagen are similar to the ones 

from SvK, especially the qualitative parameters (see rows under óFailing system section or 

componentô in Table 3). This can be considered likely as they are both subject to the same 

regulations and all companies are using the same templates and guidelines to report the inter-

ruptions (SvK, 2013b). 

4.2.2 SUMMARY 

This is an impressive collection of data, with almost 700 000 logged interruptions over eleven 

years. The quote of failure causes that are human, technical or natural, are much like SvKôs. 

As could be expected of Energifºretagenôs associated companies that distributes power to 

Duration and 

consequences 

Interruption time hh.mmm,  

representing the sum of all customerôs outage durations 

Examples: 375.57, 0.3, 6.029 

Notes: whole hours are written as intergers, the first two 

decimals resemble minutes. Eg. 0.3 is equal to 30 minutes 

and 375.57 is equal to 375 hours and 57 minutes. If there is 

a third decimal, this resembles one tenth of a minute, that is 

6 seconds. So 6.029 is equal to 6 hours two minutes and 54 

seconds. 

 No. high voltage 

customers affected 

Inerger 

 No. low voltage 

customers affected 

Interger 
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much finer local networks; networks where the power lines are more integrated in complex 

urban environments, adding up many more unknown failure causes compared to SvK. On the 

other hand, there are no given interruptions that can be connected to other networks, so part of 

the SvKôs unknown interruptions could potentially belong in the category óother networksô.  

 

 

Figure 16 Summary of the Electricity Distribution infrastructureôs interruptions and their causes, summa-

rised (left) and annually (right)  

4.2.3 QUALITY ASSESSMENT AND LIMITATIONS 

The data set received from Energifºretagen is around ten times larger than SvKôs in terms of 

total number of interruptions. Considering this, it must be said that the amounts of bad or lack-

ing data are few in numbers, empty cells and missing values do occur, but rarely.  

Of just over 700 000 given interruptions, none of the interruptions miss more than two of the 

total 13 parameters, see Figure 17 below. Hence, this data is judged to be of high quality and 

to represent characteristics of interruptions that accurately resembles reality. 

 

Figure 17 Number of missing parameters per year for the Electricity Distribution infrastru cture 
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4.2.4 RESILIENCE PARAMETERS 

The Electricity Distribution interruption data, compared to the Transmission data, does not 

come with the same number of data points where duration or consequences are equal to zero, 

representing statistics of interruptions that most often leaves customers without power for some 

time (see Figure 18 below). The number of parameters missing for the resilience metrics are 

zero after adjusting some obvious errors, which is impressive for such a big data set. The num-

ber of outages resulting in any non-delivered energy (ENS) to end customers is much greater 

in the data achieved for the Electricity Distribution infrastructure when comparing with the 

Electricity Transmission interruption data. This implies some initiating ideas about that Elec-

tricity Transmission infrastructure being more resilient. As SvK is delivering high voltage 

power from the main production sources to Energiföretagenôs affiliated companies to distribute 

locally, thus it could be expected to find less outages from an actor such as SvK.  

Looking at the parameters from a resilience perspective, the Start DT and End DT parameters 

are used to derive the duration metric. The consequence parameters are given by the number 

of (high and low voltage) customers affected which is used to derive the Functionality Loss 

metric. In terms of the Electricity Distribution interruption data the following is needed in order 

to derive the Functionality Loss metric:  

¶ A baseline, given as the total number of customers of the companies that report inter-

ruptions to Energiföretagen. 

In section 5.2 a detailed description of how both the duration and the Functionality Loss metrics 

are derived for the interruptions of Electricity Distribution. 
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Figure 18 Usability of interruption data  for the Electricity Distribution  infrastructure , aggregated annually 

(above) and summarised by total interruptions, duration metric and the consequence parameter (below).  

4.3 TRANSPORT ROAD,  

TRAFIKVERKET 
Trafikverket5 is the public body/authority responsible of the long-term infrastructure planning 

of road-, railway-, shipping- and aviation-operations; as well as building and working with 

maintenance of the road- and railway-systems in Sweden (Trafikverket, 2017). The data re-

ceived from Trafikverket derives from a project called ñTotal traffic stopò6 (TTS), where traf-

fic jams are registered when there is an unplanned total stop of traffic on any given road in 

Sweden. A situation of long ques where the traffic is nearly standing still, but some cars still 

may pass, it is not registered as a TTS. Only while the cars are unable to pass or turn away the 

stop is classified as TTS; as soon as the situation allows cars to slowly pass by again, the total 

stop should be revoked and registered as ended. On larger roads, where the two directions are 

completely separated, a stop is classified as total stop only if all the lanes in one direction are 

in full stop. For roads where the two directions are not separated, all lanes in all directions must 

                                                 
5 In English: The Swedish Transport Administration 

6 In Swedish: Totalstopp i trafiken (English Translation Disclaimer) 
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be in full stop for the óSituation IDô to be classified as, and registered in, TTS. The interruption 

data for Transport Road infrastructure spans the time period of 2016 ï June 2017. 

4.3.1 PARAMETERS 

Each line of data is representing an interruption, given by 30 parameters, summarised and cat-

egorised in Table 4 below. An interruption in this data, a TTS, is made from the sum of all 

pieces of information reported about a specific TTS.  

 

Table 4 Summary of given parameters7 in the interruption  data achieved from Trafikverket 

                                                 
7 English Translation Disclaimer for parameters, variables and exemplification 

Parameter category  Variable name Description with adopted values or exemplification 

General characterisics 

of interruption  

Year 2016 and 2017 

 Month Interger, 1 to 12 

 Situation ID Interger 

 Object historty ID Interger 

 Start time 2016-01-13 16:00:00 

 End time 2017-06-14 16:14:03 

 Situation type Description of the cause of failure, adopted values are: 

nature and traffic caused  

 Redirection 

description 

More detailed description of of the redirectioning, empty if 

no redirectioning occurs 

 First situation text Accident, towing, stationary vehicle, fallen tree, accident 

involving heavy vehicle, obstacle on the roadway, road 

closed, flood, objects on the roadway, closed, accident 

involving dangerous goods, falling ice, severe fire, rockslide 

 First additional 

text 

road closed, road blocked, blocked, closed 

 Impact Not given, none, light, heavy, very heavy,  

 Description Text written by traffic manager to further describe the 

sittuation 

Failing system section 

or component 

Location text Information about the location of the situation 
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The parameters achieved from Trafikverket are plenty, and for the bigger part, the parameters 

are made to classify the reported total stops in traffic and considered uninteresting for our un-

derstanding of the data analysis at hand; for example, the óImpactô and the coordinates of the 

accident (see óXpktô and óYpktô) and other location descriptions. 

Each interruption is the sum of many pieces of reported information, of which each is identified 

with a Situation ID, and they all add up to one óObject history IDô. Specific Situation IDs and 

individual information about those are excluded from this data set, which is made up by the 

summarised versions, Object history ID. The consequence of each interruption is calculated 

 Road of great 

importance 

Yes (else empty)  

 Urban road Yes (else empty)  

 Heavy vehicle 

involved 

Yes (else empty)  

 County number Interger, county ID Nr  

 County name Written name of county, example: Skåne län 

 Road number Road ID Nr 

 Xpkt 9 digit interger, coordinates in a system called Sweref99 

 Ypkt 9 digit interger, coordinates in a system called Sweref99 

Duration and 

consequences 

Gross duration 

[min] 

Interger, duration in minutes from ñstart timeò to ñstop 

timeò 

 Net duration [min] Interger < 720, more accurate duration where redirection of 

traffic duration is taken into account 

 Start time, 

redirection 

Date and time of redirection, 2016-01-12 16:54:50 

(Empty if no redirection is stated) 

 Affected 

directions 

Determines if one or both directions are affected by a full 

stop, adopted values: 1, 2 

 ADT 

(Averaged daily 

traffic) 

Interger. A parameter calculated by complex road traffic 

measurements, to give the averaged daily traffic load of the 

given road section. 

 Palpability  Interger. Sum of pre-calculated vehicle hours affeted by 

TTS  

 ADT truck Interger. ADT for trucks and heavy vehicles 

 Duration class Classification number, adopted values: 25, 2, 1 

 Length [m] Interger. Calculated length of waiting car 
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through the óAveraged daily trafficô (ADT), a number that is extensively gathered by Trafikver-

ket for nearly every part of all Swedish roads. ADT defines the traffic density, which is specific 

to a local part of the road and sometimes even specific to the given traffic direction; a given 

ADT represents the averaged amount of traffic that passes the chosen road section during 24 

hours. From the ADT and the duration, the so-called óPalpabilityô is calculated, a parameter 

that estimates the number of vehicles affected by the TTS. To estimate the Palpability the day 

is divided into five parts, of which a given percentage of the ADT is assumed to pass hourly 

within each part. For example, between 16:00-18:00 during commuting traffic, 13% of ADT 

is calculated to pass each hour. Between 00:00-07:00, during low traffic, it is said to pass 1% 

hourly and so on. To perform the Palpability calculations, two duration quantities are intro-

duced, the so-called óNet durationô and óGross durationô. The Net duration is the one used for 

calculating Palpability. The ótotalô duration, between the first registration of the TTS and the 

last (óStart timeô and óEnd timeô) is called Gross duration. The Net duration, made to be more 

accurate and realistic, is calculated from the Start time to the óweighted end timeô. That is, 

whichever occurs first of the following:  

¶ When the óStart time, redirectionô occurs (if it does),  

¶ At ómaximum net durationô, 240 minutes on urban roads and 720 minutes on country 

roads, 

¶  The given end time (Net duration = Gross duration). 

The maximum net duration is made to avoid too long and unrealistic durations. For example, 

if a road is affected by a TTS for days because of a flood or heavy snowfall, it is assumed that 

the traffic will redirect and the cuing vehicles will cooperate to enable passage away with or 

without help of emergency services. 

4.3.2 SUMMARY 

One of the main differences with Transport Road data compared to the interruption data for the 

other infrastructures is its limited time span. Unfortunately, this type of data has only been 

gathered since 2016, which only gives us the possibility of one and a half year of data to work 

with. Where most of the other data we received stretches for some ten years, this only reveals 

the last piece, which will make it more difficult to differ between trend and coincidence. As 

could be expected from the Transport Road infrastructure, almost all interruptions are due to 

human errors, see Figure 19. 



 

 

49 

 

Figure 19 Summary of the Transport Road infrastructureôs interruptions and their causes, summarised 

(left) and annually (right) 

4.3.3 QUALITY ASSESSMENT AND LIMITATIONS 

To count the number of lacking parameters here is difficult, as this data comes with empty cells 

where other would log something. Empty cells are seen in yes-no questions where the answer 

is not yes and for some parameters where no information should be given. This sometimes 

makes it difficult to realise if blank cells are lacking data or intentionally left empty, hence, the 

number of missing parameters might be slightly underestimated. That said, out of 8300 only a 

few lacks the minimum data needed, of which no one misses more than two parameters, see 

Figure 20 below. 

 

 

Figure 20 Number of missing parameters per year for the Transport Road infrastructure  

There are some key factors that shapes the data received from Trafikverket that should be clar-

ified. To start with, there is a lower threshold of minimum five minutes; any situation that 
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would have classified as a total stop but falls below a duration of five minutes will not be 

registered as TTS. Also, any road that has not yet been analysed and lacks an assigned ADT is 

completely excluded from this data, as well as stops that are registered incorrectly so that the 

correct ADT cannot be applied.  

To calculate and assign ADT for a given point on a road, a complex statistical calculation 

procedure is performed. This is made with consideration of traffic density variations amongst 

weekends, holidays, seasons and weekdays so that daily differences are averaged and included 

in the ADT constant. Then, while calculating Palpability, the same ADT is used regardless of 

which day it occurs. Only hourly differences over the day is taken into account, being the only 

factor that differ the two incidents of equal duration and location (read under section 4.3.1). 

This will contribute to over- and underestimations depending on when the incident occur. With 

large data quantities, they should contribute equally much and cancel each other out, which 

hopefully is our case. However, if only variations in traffic density is taken into account and 

not the variations in prevalence (occurrence of accidents), meaning that it is assumed that the 

number of incidents are directly proportional to the number of passing cars on a given piece of 

road, it is possible that this introduces a bias. Since the ADT behaves the same every day the 

whole year, while probably not equally many accidents occur every day during the whole year. 

It could be more probable that accidents occur during some parts of the year or some part of 

the day, e.g. during winter conditions (in Scania).  

To conclude, this data is judged to be of good quality regarding most of the parameter values 

are available. However, the given consequence (the Palpability) are a made through rough 

estimations, which is judged to bring high uncertainties in terms of affected cars. It is also 

uncertain how and how accurately the TTS are logged. Given that a tree falls on a random 

Swedish road where the local community solves the situation, this could result in a fair number 

of affected cars, however it is hard to imagine how it could be logged in TTS. 

4.3.4 RESILIENCE PARAMETERS 

The Palpability is chosen as the resilience parameter to represent the consequence of this data 

set, as it is the parameter that most closely estimates the number of affected cars for a given 

interruption. The given End DT is incorrect to use for calculating the duration metric since the 

Palpability is calculated from the given Net Duration. Hence, End DT is recalculated as, 

 

ὉὲὨ ὈὝ 3ὸὥὶὸ ὈὝ ὔὩὸ ὈόὶὥὸὭέὲ Eq. 9 

 

This is why there are that many interruptions that have zero values in terms of duration, see 

Figure 21. Which also is reflected in the consequences, as the Palpability is proportional to the 
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Net Duration. All Net Durations that are equal to zero will result in the consequences (the 

Palpability) to equal to zero.  

In term of the Transport Road interruption data the following is also needed in order to derive 

the Functionality Loss metric: 

¶ The retrieved baseline, as the consequence parameter (Palpability) represents the num-

ber affected cars, we need the total number of cars in the system as a baseline. 

In section 5.3 a detailed description of how both the duration and the Functionality Loss metrics 

are derived for the interruptions of Transport Road. 

 

Figure 21 Usability of the interruption data  for the Transport Road infrastructure , aggregated annually 

(above) and summarised by total interruptions, duration metric and the consequence parameter (below).  
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4.4 TRANSPORT RAILWAY, 

 TRAFIKVERKET 
As previously mentioned in section 4.3, Trafikverket8 is the public actor responsible for road-

, railway-, maritime- and aviation operations, as well as constructing and maintenance of the 

road- and railway system in Sweden.  

Receiving usable data for the Transport Railway infrastructure turned out to be harder than 

anticipated, not the least since we were told from Trafikverket while gathering the data for 

Transport Road infrastructure, that it is to be expect that the data for the Transport Railway 

infrastructure to be better and easier accessible data compared to Transport Road.  

There has not been found any information about juridical responsibilities for data gathering, 

that said the logged delays are used to determine which part is to carry the responsibility and 

burdened with a fee for the delay(s) (Trafikverket, 2013).  

The received data for the Transport Railway infrastructure comes from the statistical service 

department at Trafikverket and was received as Excel files, with yearly data spanning from 

2012-2016. 

4.4.1  PARAMETERS 

Each line of data is representing the sum of all delayed trains that are logged with the same 

root cause, i.e. delays that are given the same óDelay IDô. Each interruption is given by 20 

parameters, which are summarised and categorised in Table 5 below. 

 

Table 5 Summary of given parameters9 in the interruption  data achieved from Trafikverket 

                                                 
8 In English: The Swedish Transport Administration 

9 Disclaimer for the Swedish to English translation of parameters, variables and exemplifications. 

Parameter category Variable name Description with adopted values or exemplification 

General 

characteristics of 

interruption  

Delay ID Interger, six or seven digits starting with capital H  

Spanning from H783305 to H2124505 

 Delay Nr Delay ID without prefix óHô 

 Start date 2012.01.01 - 2016.12.31 

 Start time 13:37 
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As could be expected, the system for logging train delays is both huge and complex. No dedi-

cated documentation has been received to clarify the process and the arisen questions been 

communicated over phone. If correctly understood, a train that is delayed for more than three 

minutes when passing a given measurement point (usually located at train stations) generates 

 End date 2012.01.01 - 2017.05.30 

 Prognosed end date 2012.01.01 ï 2018.11.30 

 Prognosed end time 13:38 

 Cause code Examples: JJF -, JDE -, JTP -, DPS 01, DPR 03, JTP 13, 

DTB -, OUT -, DTT 

 Delay cause level 1 Railway company, Operational management , 

Infrastructure, Accidents/ Incidents and external factors  

 Delay cause level 2 Terminal/Platform Management; No Data from JF; Delayed 

from Depot; Towing/motor car;  Personnel; Prioritization; 

Signaling facilities; Driver personnel; Congestion railway 

yard; Railway superstructure 

 Delay cause level 3 -; Incorrect Handling/Decision; Priority Management; JF 

Wish; Machine Error; Track Exchange; Door Error; System 

Restart; Signal; Signal Switch; RBC and Line Blocking 

System 

Failing system section 

or component 

Delay location Examples: Stockholm C, Göteborgs c, Malmö 

Godsbangård, Malmö c, Hallsbergs rangerbangård, 

Hässleholm, Hallsbergs pbg, Nässjö c, Bodens c, Norra 

bantorget 

 Delay area Examples: Cst, G, Mgb, M, Hrbg, Hpbg, Hm, N, Bdn, Nbt 

 Causing train Nr Train number responsible for the registered Delay ID 

Duration and 

consequences 

Number of  

cause-requiring 

additional-delays 

Sum of stored delays that needs to be logged.  

Interger, spanning from 0 to 17097 

 Number of  

cause-reported  

additional-delays  

Sum of all ócause-requiring additional-delaysô that has been 

logged to the given Delay ID. No case has been found 

where this value differs from óNumber of logged delaysô 

 Number of train 

disturbances  

Interger, most often less than the óNumber of logged delaysô 

Spanning from 0 to 6948 

 Registrered derived 

delay minutes 

Sum of all derived extra delay time due to given Delay ID 

 Registered aditional 

delay minutes 

Sum of all delay minutes for the trains registered under the 

same Delay ID 
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a óCause-requiring additional-delayô. The Cause-requiring additional-delay will maintain un-

til it is manually logged, thus given a root failure cause as well as a óCausing train Nrô, if there 

is a train to blame. Once a delay has been reported and given a Delay ID, it is stored as a 

óCause-reported additional-delaysô (CRAD).   

Given a train that is delayed by x minutes, this train will only generate new CRAD if it is 

delayed more than x when it passes a measurement point. So, if a train is delayed 2 minutes 

according to schedule from measurement point A, then it is delayed by 15 minutes according 

to schedule from measurement point B and lastly it is delayed 20 minutes according to schedule 

from measurement point C; that train would have 0 óRegistered additional delay minutesô 

(RADM) and 0 CRAD from point A, then from point B it would have13 RADM and 1 CRAD 

and another 5 RADM and 1 CRAD from point C, making the total sum of 18 RADM and 2 

CRAD.  

4.4.2 SUMMARY 

The Transport Railway data covers five years and comes with approximately million logged 

Delay IDs, which is the sum of three million registered CRADs. The number of Delay IDs are 

on a stable level, at just about 200 000 per year, see Figure 22. The bigger part of the interrup-

tions are due human errors and the ratio of unknown causes is continuously improving. 

 

 

Figure 22 Summary of the Transport Railway infrastructure ôs interruptions and their causes, summarised 

(left) and annually (right)  

4.4.3 QUALITY ASSESSMENT AND LIMITATIONS 

It is considered that the delays in Transport Railway data are logged accurately. However, the 

delays are floored minutely, and there is a threshold of three minutes, which basically excludes 

all trains delayed less than four minutes (3:59 to be exact). As mentioned, the party that is 
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deemed responsible for a delay is punished by a fine, which makes for strong economic inter-

ests in its accuracy and nearly the entire system seems to be measured and logged digitally in 

real time. These are factors that are argued to contribute well to this data setôs quality. Since 

the logged failure cause (in Table 5 referred to as óDelay causeô) is the final judgement of 

whom carries the guilt, it not strange that only six Delay IDs of a million comes without a 

logged failure cause.  

It is hard to define interruptions from this data as it only includes delays and no cancelled trains 

are logged. The ultima indicator for railway interruptions would be logged system interrup-

tions, when train traffic is failing completely, and no trains can run. We were told, however, 

that no such data is stored. This leaves a big gap of uncertainty in this data set, as it only logs 

delays. This means that given an incident on a railway track with only one track, where no 

trains can pass and are all cancelled for a certain time, it might not give justified consequences 

(the CRAD) in a data set where only delayed trains are registered.  

Furthermore, trains can only be logged to a certain amount of fixed delay causes (given by 

three levels, see Table 5) and are not logged to a ñreal causeò, i.e. given a storm that affects big 

parts of the country and equally much the railway system, it is quite uncertain how probable it 

is that all the interruptions connected to this storm will be given the same Delay ID.  

Another flaw is the fact that almost all Delay IDs are given the same Start- and End DT. This 

makes it difficult to assess for how long a train keeps a delay. Since CRAD is only registered 

for the measurement points with measured additional CRAD, it will not take in to consideration 

for how long it carries this delay. For example, given a train A that is delayed an hour from the 

start and keeps this delay during a whole route of ten hours; then given a train B, that gets stuck 

in the end of its route which results in it being delayed for an hour between the two last meas-

urement points (to its end station). In this data set train A and train B will most probably show 

up with the equal Start- and End DT and therefore it is impossible to differ between the two, 

as they will result in the same CRAD and will therefore be counted for equally.  

Out of just over below one million interruptions given in the data, there are only a few inter-

ruptions that lacks values for the defined data parameters, of which no single interruption 

misses more than four parameters, see Figure 23 below. Overall, this data is judged to be of 

high quality and represents the characteristics of interruptions that accurately resembles reality 

in terms of train delays, however how well it resembles interruptions remains uncertain as is 

does not include cancelled trains.  
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Figure 23 Number of missing parameters per year for the Transport Railway infrastructure  

4.4.4 RESILIENCE PARAMETERS 

To determine resilience parameters was tough for the Transport Railway infrastructure, as there 

is no obvious parameter given in the data that resembles consequences. Additionally, almost 

all values come with an incorrect duration value of zero, see Figure 24 (bottom). That is the 

Start DT and End DT was the same in majority of cases. Initially the number of RADM was 

expected most useful consequence measurement. However, it was ruled out since a baseline 

could not be derived for the delay minutes. In the end, the only parameter deemed adequate to 

resemble consequences is the CRAD for each interruption. The Start- and End DT are used to 

calculate the duration metric. In terms of the Transport Railway interruption data the following 

is also needed in order to derive the Functionality Loss metric:  

¶ The retrieved baseline, which represents the number of annual departures in the system.  

In section 5.4 a detailed description of how both the duration and the Functionality Loss metrics 

are derived for the interruptions of Transport Railway. Furthermore, as the bigger part of all 

interruptions resulted in zero duration, we needed to figure out the End DT of those Delay IDs 

(interruptions). How this was done is also covered in section 5.4. 
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Figure 24 Usability of the interruption data  for the Transport Railway infrastructure , aggregated annually 

(above) and summarised by total interruptions, duration metric and the consequence parameter (below).  

4.5 WATER SUPPLY, 
STOCKHOLM VATTEN OCH AVFALL 
Stockholm Vatten och Avfall (SVOA) is the main distributor of drinking water and runs the 

wastewater treatment for Stockholm city and the municipality of Huddinge (SVOA, 2015). 

SVOA gathers data of disruptions in the water interruption caused by service and reparations 

of broken piping for internal audit.  

The collected data set from SVOA stretches from 2007 to 22nd May 2017 and provided in Excel 

format. 

4.5.1 PARAMETERS 

SVOA does not present their interruptions in the same manner as other interruption data that 

was achieved in the form of Excel file in the way the data is tabulated. The most common way, 

the interruption data is presented, is a table where each row resembles an interruption, defined 

by a certain number of fields or cells containing the defined parameters, characteristics and 

descriptions. However, SVOAôs interruptions have most values gathered in one column, where 
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one disruption, or óWork order IDô is represented by several lines of different but still unified 

parameters. Some interruptions are defined by fewer lines than others, introducing some un-

certainties about whether the data is lacking unintentionally or if it is intentionally stored dif-

ferently. That said, some patterns are found that explains the differences that are more easily 

taken into account; e.g. after two years the data changes behaviour and slightly different pa-

rameters are stored (see Figure 26 - Figure 27 below). In total, each interruption can be given 

by 11 different parameters, however structural alterations of how the data is stored were made 

in middle of 2009; where prior to alterations the stored data is given by 7 parameters and post 

alteration by 9 parameters, see Table 6 below. 

Table 6 Summary of given parameters10 in the interruption  data achieved from SVOA 

 

                                                 
10 Disclaimer for the Swedish to English translation of parameters, variables and exemplifications. 

Parameter category  Variable name Description with adopted values or exemplification 

General characterisics 

of interruption  

Work order ID Interger  

 Start date and time From 2007-01-02 07:17:09 to 2017-05-22 13:19:53 

 Failure cause Leak, pipe rupture; leak; leak, joint; leak, chemical 

corrosion; leak, crack; leak, excavation/digging; rupture, 

sewer; unsealed gasket; examination; preventive 

maintenance; failure on cover/lid; block. 

 Time ambitions 

fulfilled?  

Yes, no ambitions set, no 

Failing system section 

or component 

Work order type Repair of distribution-pipe, repair of main water pipe, 

repairation service 

Duration and 

consequences 

Duration [h] Duration in hours, interger (up until 12th June 2009) 

 Total user-hours 

without water [h] 

Interger (up until 12th June 2009) 

 Hours without 

water [h] 

Interger (after 12th June 2009) 

 Number of users  Interger (after 12th June 2009) 

 Length [m] Interger (after 12th  June 2009) 

 Asphalt area [m2] Interger (after 12th June 2009) 
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Before 12th June 2009 the data set gives slightly different information and is in general of much 

lower quality. During this time, the consequences are given by the parameter called óTotal user-

hours without waterô (the summarised duration of the affected users), which easily transforms 

to number of users when divided by duration. Unfortunately, both parameters are seldom pre-

sent for those interruptions. However, after 12th June 2009 the data setôs quality increases dras-

tically. óDurationô and Total user-hours without water is replaced by óHours without waterô 

and óNumber of usersô, and two new parameters are introduced: óLengthô and óAsphalt areaô, 

describing societal effects of the consequences of pipe repairing and excavation in an urban 

environment. 

4.5.2 SUMMARY 

This data represents piping that SVOA for any given reason decides to repair, which forces 

them to cut the water pressure for some customers. Water distribution piping networks are 

often old and there is a constant leakage flow from which substantial quantities of produced 

water is lost (Malm, 2011). Leakages and damaged piping does not lead to water outage in 

most cases, not until the water pressure needs to be turned off for pipe replacements or repara-

tions. It is first then, when the water is turned off, that connected customers will experience the 

interruption. From this perspective, the large proportion of Technical disruptions seems to be 

legitimate, when close to all are due to broken piping (see Figure 25). 

 

 

Figure 25 Summary of the Water Supply infrastructure ôs interruptions and their causes, summarised (left) 

and annually (right)  

4.5.3 QUALITY ASSESSMENT AND LIMITATIONS 

It seems like damaged piping seldom leads to changes in water quality or interruption, but only 

to higher consumption needs to compensate for the losses of water in the system due to spilled 

water. Since we are informed that the only interruptions in SVOAôs system are due to these 
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repairs, this data is argued to be a good representation of reality. It is worth mentioning that we 

were told that never during the time period of this data set has there been any type of interrup-

tion that resulted in undrinkable water qualities. According to SVOA, a big part of Number of 

users is derived from the national population registration, giving the exact number of persons 

living at the affected addresses, adding up to the numbers accuracy. When this information is 

not used, we are told that an averaged number of habitants per household is used. 

As mentioned in the summary above, there are indications that suggests this data being of high 

quality in terms of representing reality. Looking at the number of missing parameters in Figure 

26 below, it seems as the data after 12th June 2009 (when changes in the data structures were 

made, see section 4.5.1 above) is of fine quality, where almost all interruptions are given with 

all parameters. 

 

 

Figure 26 Number of missing parameters per year for the Water Supply infrastructure  

4.5.4 RESILIENCE PARAMETERS  

The data after the change in 2009 comes with both resilience parameter in the vast majority of 

cases. Some interruptions come with zero duration or consequence, which might be inaccurate 

data or explained by other reasons. Since broken pipes does not seem to generate many or any 

spontaneous interruptions, we suggest that it sometimes might be possible to depressurise only 

such part of a water piping system, that it enables repair without leaving any customers without 

water. This could potentially explain the interruptions that results in no consequences, see Fig-

ure 27. 

The Start DT together with the given duration gives the exact duration with Start- and End DT 

as in the previous data sets. The number of affected customers is used as consequence param-

eter for the Functionality Loss metric. In terms of the Water Supply interruption data the fol-

lowing is also needed to derive the Functionality Loss metric: 
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¶ The retrieved baseline, which is represented by the total number of customers of SVOA. 

In section 5.5 a detailed description of how both the duration and the Functionality Loss metrics 

are derived for the interruptions of Water Supply. 

 

 

Figure 27 Usability of the interruption data  for the Water Supply infrastructure , aggregated annually 

(above) and summarised by total interruptions, duration metric and the consequence parameter (below).  

4.6 TELECOMMUNICATION,  

POST- OCH TELESTYRELSEN 
The Swedish Post and Telecom Authority11 (PTS) is the public agency that is responsible for 

monitoring both electronic communications (including the Internet, telephony and radio) and 

postal sectors in Sweden. Where its overall goals is to secure communication, effective use of 

resources and long-term sustainable competition and consumers benefits (PTS, n.d.-b). 

Since July 2011 electronic communication operators are obligated to report disruptions and 

interruptions that fall under the criteria of threshold (see Table 7) according to PTS (n.d.-b, 

                                                 
11 In Swedish: Post- och telestyrelsen 
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2012) regulation 8 § PTSFS 2012:2 regarding reporting of disruptions or interruptions of great 

significance (PTS, 2013). 

 

Table 7 Threshold values. The table is adapted from PTSôs 

(2012) regulation 

Time occurrence of 

the disruption or 

interruption  

Estimated extent of disruption or 

interruption  

Ó 1 hour Ó 150 000 subscriptions or  

Ó 15 000 km2 joint affected area or 

Ó 50% capacity loss 

Ó 2 hour Ó 30 000 subscriptions or  

Ó 5 000 km2 joint affected area or 

Ó 30% capacity loss 

Ó 6 hour Ó 5 000 subscriptions or  

Ó 2 500 km2 joint affected area or 

Ó 50% capacity loss 

Ó 24 hour Ó 2 000 subscriptions or  

Ó 1 000 km2 joint affected area or 

Ó 10% capacity loss 
 

 

 

The data achieved from PTS was in from of incident reports which needed to be aggregated to 

an Excel format manually. The time period of the data is from mid-August 2011 to the begin-

ning of March 2017. It is important to take note that part of the information in the incident 

reports are masked as it is considered to be covered by secrecy law (Regeringskansliet, 2009b). 

The masking varies a lot from report to report, both in terms of how much is masked and what.  

4.6.1 PARAMETERS 

The Telecommunication data parameters are not gathered and presented in same manner as for 

the other CI, as the original information regarding disruptions and interruptions (in this thesis 

we do not distinguish between the two and refer to them simply as interruptions) is not pre-

sented in tabulated format. Operators are obligated to provide specific information about the 

incidents in accordance to PTS (n.d.-b, 2012) regulation 3§ - 7§ PTSFS 2012:2. PTS (2013) 

has also published a document to aid the telecommunications companies to interpret the regu-

lation. This document gives detailed information on what information it should include, but 

there is no clear information on how it should be displayed. The operatorsô freedom in answer-
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ing the questions, reflects how the incident reports are written and how differently the conse-

quences are reported. This makes it more complicated to transcribe the data and to define uni-

fied parameters. 

Parameters are presented in Table 8 below, which are based on how we decided to withdraw 

the information regarding interruptions from these incident reports. Due to the complexity of 

transcribing the data, we limited ourselves to three sub-Telecommunication infrastructures: 

Broadband Services, Fixed Telephony, and Mobile Communication. 

 

Table 8 Summary of parameters based on information available in the incident reports achieved from the 

Telecommunication infrastructure . 

Parameter category Variable name Description with adopted values or exemplification 

General characterisics 

of interruption  

Start date & time 2012.07.29  17:23  

 End date & time YYYY.MM.DD hh:mm, see Start date & time above 

 Affected 

municipality 

Given municipality where the interruption had an affect 

 Affected county Given county where the interruption had an affect 

 All of Sweden 

affected 

Yes or No 

Causes of interruption  Failure cause Human, Technical, External, Natural, Unknown, Missing 

data 

Consequences for IP-

based infrastructure 

services 

Customers (number 

of affected 

customers, 

subscripers) 

Integer 

 Geografical area 

[km2] 

Integer 

Consequences for 

Fixed Telephony 

Customers (number 

of affected 

customers, 

subscripers) 

Integer 

 Geografical area 

[km2] 

Integer 

Consequences for 

Mobile 

Communication 

Customers (number 

of affected 

customers, 

subscripers) 

 

Integer 
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For clarification, interruptions that switches between going down and coming up again are 

treated as individual interruptions and given the same consequence parameter, if and only if it 

is clearly stated in the incident report. This is done to not over estimating the duration of the 

interruption, as the system had function in between. Furthermore, we do not distinguish be-

tween customer, subscriptions, connection; thus, we call it customer. In terms of affected mo-

bile sites referrers to any of the mobile site types 2G, 3G and 4G. Regarding the interruptions 

where the consequence parameter was available, if it was expressed in a range we adopted the 

maximum value. 

4.6.2 SUMMARY 

The data set is aggregated manually (as previously mentioned), which was done by reading 

and analysing 366 incidents documents, resembling what became a data set of 223 interrup-

tions. As can be seen in Figure 28, the number of incidents the first three years is steadily 

increasing, which might the result of an implementation process, to then be on steady level for 

three years and then decrease again. The decrease in the end is probably because that we did 

not receive the latest reports, as we only received reports that had already been masked at some 

point before we asked for them. It should be noted that the same cause related interruption may 

affect one or more sub-Telecommunication infrastructure, depending on the services/infra-

structures are provided/operated by the Telecom operator. 

It is understandable that the reports need to be masked to protect the exposed companies and 

for the safety of the nation, but the irregularity in the masking makes it questionable. Some 

reports are completely unmasked, in others the masked information is in parts that were left 

unmasked in some cases and vice versa. 

 

 Mobile sites 

(number of affected 

2G, 3G and 4G 

mobile sites) 

Integer 

 Geografical area 

[km2] 

Integer 
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Figure 28 Summary of the Telecommunication infrastructureôs interruptions and their causes, summarised 

(left) and annually (right)  

4.6.3 QUALITY ASSESSMENT AND LIMITATIONS 

There is quite a lot of missing data in the masked reports, which makes it difficult to define the 

parameters. From what can be gathered from the unmasked information, the data is very accu-

rate. However, in many cases the data values that are relevant to the intendent purpose of this 

thesis is masked or partially masked. Assumptions has been made to increase the number of 

usable interruptions. That said, when there is not enough information available to draw reason-

able parameter values for the interruptions the data value/s must be treated like they are miss-

ing. In some reports, parts of the masked information were given, e.g. where the numbers of 

affected customers were masked, the areas are sometimes mentioned. In these cases, the pop-

ulation of the affected areas (municipalities or regions) and the given carriers market share in 

terms of customers has been used to estimate the number of affected customers.  

In total, this is one of the most inaccurate data set as so many incidents are left unknown, both 

as we cannot be sure that we have all the incident reports, but also the unknown number of 

lacking incidents due to the threshold value for reporting. However, there are still some inci-

dents to use, and for the three years 2013-2015 it seems to be on a stable level, which we 

believe is an indicator on that we might have most of the raw data (reports) for this period, 

missing parameters or not.  

4.6.4 RESILIENCE PARAMETERS  

It should be stated now, that we decided to group the consequence categories based on type of 

sub-Telecommunication infrastructure to make the work of extracting and aggregate the infor-

mation given in the incident reports more manageable. We defined three consequence catego-

ries. The first category is IP-based infrastructure (hereby referred to as Telecommunication 

Broadband Services) and refers to fixed internet and broadband connections via dial up modem, 
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cable, fibre or xDLS, but also services such as IP-based telephony and IPTV. This is done as 

some incident reports talk about broadband service without specifying clearly which part of it 

and/or how the consequences are distributed between them. The second category is mobile 

communication (hereby referred to as Telecommunication Mobile) and refers to mobile call, 

data, MMS, SMS and mobile broadband. The third category is fixed telephony (hereby referred 

to as Telecommunication Fixed Telephony) which includes PSTN and ISDN, IP-based phone 

is not included here even though it is considered as fixed telephony (PTS, n.d.-a). 

The interruptions durations are accurately stated by Start- and End DT, and available for almost 

all incidents, see Figure 29. The consequences are given as either affected óGeographical areaô 

or number of affected óCustomersô. With the exception of Telecommunication Mobile which 

has an extra category, that is the number of affected óMobile sitesô. The consequences are only 

one part of deriving the Functionality Loss metric. In term of the three sub-Telecommunication 

infrastructure the following is also needed in order to derive the Functionality Loss metric:  

¶ The retrieved baselines of the total number of users for the three Telecommunication 

sub-infrastructures 

¶ The retrieved baseline of total number of mobile sites  

In section 5.6 a detailed description of how both the duration and the Functionality Loss metrics 

are derived for the interruptions of the three sub-Telecommunication infrastructures. 
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Figure 29 Usability of the interruption data for Telecommunication infrastructure (aggregated for the three 

Telecommunication sub-infrastructure s), aggregated annually (above) and summarised by total interrup-

tions, duration metric and the consequence parameter (below).  

4.7 INSUFFICIENT DATA QUALITY 
For documentation purposes and for a general overview of the data collection efforts with re-

spect to interruption data for different infrastructures, the data received but could not be used 

is shortly presented here. 

4.7.1 WATER SUPPLY, 
G¥TEBORG KRETSLOPP OCH VATTEN 

Göteborg Kretslopp och Vatten offered a very complete data set, see Figure 30. Unfortunately, 

it only comes with Start DT and it does not come with any parameters that describes conse-

quences. Without duration and quantifiable consequences of an interruption, the data is unus-

able for the purpose of this thesis. 
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Figure 30 Summary of Göteborg Kretslopp och Vatten's interruptions and their causes, summerised (left) 

and annually (right)  

4.7.2 WATER SUPPLY, 
VA SYD 

The interruption data achieve from VA SYD was not of sufficient quality. It displays the num-

ber water leakages both in the main distribution pipeline and service pipeline during 2016 on 

a monthly basis. It also shows the total number of leakages per year for 2012-2016 for these 

two types of pipelines. The data applies to the municipalities of Malmö, Lund, Burlöv, and 

Eslöv. The interruption data is in PDF format, where number of leakages are presented both in 

tables and figures. 

This data does not contain any information regarding timeframe for each individual interrup-

tion and a consequence parameter. Thus, this interruption data set is excluded as it lacks infor-

mation on the basic parameters to fulfil the purpose of this thesis. 

4.7.3 TELECOMMUNICATION,  

SUNET 

SUNET stands for Swedish University computer Network. It owns and operates a data com-

munication network. The interruption data is recorded in monthly reports where the incidents 

are logged per calendar date they occur, with short description of what happened. This applies 

to both planned and unplanned interruptions. Then the month is summarised in a table where 

the number of incidents are aggregated in accordance to specific component (e.g. hardware, 

software, link and routing) and the total duration of the grouped events is given in terms of 

planned and unplanned event. This table then summarises the duration in terms of total duration 

of unplanned, and respectively planned; and then it summarises the total duration of all inci-

dents (planned and unplanned) in terms of the specific components. After evaluation of the 
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received data from SUNET it is determined that the data set do not fulfil the requirement of the 

RAA and therefor excluded. 

4.8 SUMMARY 
In the pursuit of attempting to gain access to suitable interruption data for the different types 

of CIs, while not knowing if respective actors would reply or have access to the data we needed, 

resulted in a rather extensive outreach. In this chapter we have presented the interruption data 

that we got access to, both in terms of the data that fulfilled the requirement criteria of our 

RAA and the interruption data that did not meet the fundamental criteria of the approach. We 

want to emphasise that we also attempted to get interruption data for other CIs as well, such as 

aviation, maritime and district heating. In Table 9 we have summarised the communicated in-

frastructures and the respective actor that we either got interruption data or attempted to obtain 

interruption data from. The table also summarise the collected interruption data it terms of the 

fundamental criteria of the RAA, that the data includes the resilience parameters needed for 

the resilience metric, that is Start DT, End DT and one or more consequence parameters. 
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Table 9 Summary of the communicated infrastructures. The colour code refers to the collected interruption 

data in relation to the fundamental criteria of our RAA. That the collected data set has Start DT, End DT 

and quantitative consequence parameter. Green means the parameter is given; yellow means the parameter 

can be derived from another given parameter in the data set; and red means that the parameter is not 

given. 

Infrastructure  Organisation Answer 

data 

Data 

available 

Start 

DT  

End  

DT  

Quantifiable 

consequences  

Electricity  

Transmission 
Svenska kraftnät Yes Yes    

Electricity  

Distribution  
Energiföretagen Yes Yes    

Electricity  

Distribution  
E.ON No     

District  

Heating 
Kraftringen No     

District  

Heating 
Energiföretagen Yes No    

Water 

Supply 
Svenskt Vatten Yes No    

Water 

Supply 
Stockholm Vatten och 

Avfall  

Yes Yes    

Water 

Supply 
Göteborg Kretslopp 

och Vatten 

Yes Yes    

Water 

Supply 
VA SYD Yes Yes    

Transport  

Road 
Trafikverket Yes Yes    

Transport  

Railway 
Trafikverket Yes Yes    

Transport  

Aviation 
Luftfartsverket Yes No    

Transport  

Aviation 
Swedavia Yes No    

Transport  

Aviation/Maritime  
Transportstyrelsen Yes No    

Transport  

Maritime  
Sveriges Hamnar -

transportföretagen 

Yes No    

Telecommunication 

All  
PTS Yes Yes    

Telecommunication 

Network 
SUNET Yes Yes    
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5 RESILIENCE METRICS 

The resilience metrics duration and Resilience Loss is estimated in accordance to Eq. 1 and Eq. 

3 (see RAA in section 3.3.3), for each individual interruption. As for the Functionality Loss 

metric the generic representation is given in Eq. 2 (see RAA, section 3.3.3), that said how it is 

actually estimated varies between infrastructure to infrastructure. Therefore, a further elabora-

tion on how the Functionality Loss is derived is covered here. 

5.1 ELECTRICITY TRANSMISSION 
The interruption data regarding the Electricity Transmission infrastructure in Sweden contains 

the minimum parameters for deriving the resilience metrics. The time parameters of when each 

individual interruption starts, and when it ends are given, as well as the duration of the inter-

ruption. In the resilience assessment we calculated the duration with the start and end times 

given and did not use the given duration. There is given one consequence parameter and that 

is ENS (Energy Not Supplied). 

Regarding the consequence parameter, during analysis of the interruptions we noticed that 

there are many interruptions that have zero duration and zero consequences. However, there 

were also some interruptions that have zero duration which lead to ENS. According to SvK 

(Hampus Bergquist, e-mail, 2017-11-28) interruptions with zero duration minutes are interrup-

tions that last under a minute. This is for interruptions that are automatically corrected (which 

normally takes in the order of milliseconds to seconds). In cases that lead to ENS, this is a 

result of when switching is required but there are no available lines to take over the load from 

the disconnected line. SvKôs power grid is a mesh network in about 80-90% of Sweden, thus 

the remaining power lines, those that are not faulted and are still in operation, can in most cases 

take over the load of the faulted powerline, hence leading to zero ENS (in comparison with 
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alternative routes for road traffic when a road is closed). The interruptions with duration of 

zero minutes and zero consequences are not included in the resilience assessment (i.e. a inter-

ruption that does not lead to any consequences), as SvK is the only actor that does this uni-

formly in their interruption data. For the cases where the interruptions have the duration of zero 

minutes but associated with an ENS greater than zero we give them duration of one minute, so 

the Functionality Loss can be derived and analysed. The duration of one minute is chosen as 

that is the lowest resolution for time in our implemented analysis approach.  

5.1.1 DERIVING RESILIENCE METRICS FROM THE COLLECTED 

INTERRUPTION DATA 

The metrics are derived in accordance to the generic equations presented in section 3.3.3.  

DURATION METRIC  

Though the duration is given in the interruption data, we use the Start DT and End DT of the 

interruption to calculate the duration of the interruption. 

The duration is derived from the given timeframes for each interruption in the given interrup-

tion data, in accordance to Eq. 1 (in section 3.3.3). 

BASELINE   

The average hourly power consumption over one year in Sweden is utilized as the baseline for 

calculating the Functionality Loss in the system. The baseline is retrieved from publicly avail-

able data on SvKôs (2016b) homepage. The data presents the exact hourly energy consumption, 

that is per clock hour, and is given with the accuracy of whole MWh³10-6 (Wh) from July 2010 

to date, before July 2010 the accuracy is MWh³10-2. The data given by SvK is the exact energy 

consumption, where imported/exported energy and non-consumed energy is not taken into ac-

count (SvK, 2016a, 2015, 2014, 2013a, 2011, 2010, 2009, 2008, 2007, 2006, 2005).  

A timeless baseline was achieved by summarising the total energy hourly consumption over 

one year and divide it with the total hours in one-year, see Eq. 10. Having a timeless baseline 

means that the baseline does not change over one year, that is it is on average valid during any 

time point during the year. 

As the energy consumption comes with such a high resolution, meaning it is given per hour, 

this baseline is considered to be of high accuracy.  
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PRESENTATION OF THE BASELINE METRIC 

ὖ  
ВὉὬέόὶὰώ ὧέὲίόάὴὸὭέὲ έὺὩὶ ὥ ώὩὥὶ

Ὕ ȟ ώὩὥὶ έὪ ὭὲὸὩὶὶόὴὸὭέὲ
 

where  

Eq. 10 

 

 Pavg :  Average power consumption for given year (MW). 

ɆE(hourly consumption over a year):  Sum of the hourly consumption during 

a year (MWh). 

TDur,baseline (year of interruption):  Total hours in one year, there are on aver-

age 8760 hours in one year. Start and end time of for the calculated annual 

average, that is 00.00 first of January and 24.00 31st of December the year 

given by the measured interruption.  

 

FUNCTIONALITY LOSS METRIC  

The issue with the ENS consequence parameter is that it contains a time parameter, it has the 

unit of MWh. Therefore, before the Functionality Loss can be derived the ENS needs to be 

transformed to óPower Not Suppliedô (PNS). That is done by averaging ENS over the duration 

of the interruption, see Eq. 11.  

 

ὖὔὛ  
ὉὔὛ

Ὕ
 

where 

Eq. 11 

 

 PNSavg: Power Not Supplied, averaged (MW) 

ENS:  Energy Not Supplied (MWh) 

TDur:  The time duration of an interruption (h) 

 

The Functionality Loss (FL) is then derived by dividing averaged PNS with the baseline, see 

Eq. 12. 
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PRESENTATION OF THE FUNCTIONALITY LOSS METRIC, Ὂ 

Ὂ  
ὖὔὛ

ὖ
 

where 

Eq. 12 

 

 FL : Functionality Loss 

PNSavg : Average Power Not Supplied for given interruption (MW) 

Pavg : Average system power consumption when interruption occurs (MW) 

 

5.1.2 DATA TREATMENT 

The bigger part of the data treatment for the Electricity Transmission has been to remove the 

interruptions that did not lead to any power loss (zero consequences). In the data there were 

found two bad values with negative durations (End DT was before Start DT), one with six 

hours negative duration that was removed and the other one was an obvious error and was 

consequently corrected and included in the data. Some values were found that had an ENS 

greater than zero, but with zero duration12. All these values were given a duration of one minute 

(the lowest value our resolution of whole minutes allows), in accordance to previous explana-

tion. In Figure 31 a summary and comparison of the untreated data and the data after treatment. 

Furthermore, it demonstrates the portion of interruptions in the data that is used in the resilience 

analysis of this thesis. 

                                                 
12 Zero is not a defined duration for a produced amount of energy 
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Figure 31 Summary and comparison of the untreated and treated data for the Electricity Transmission 

infrastructure. The data is aggregated annually (above), where each bar is split by untreated data (left side) 

and treated data (right side). The data is also summarised by metric (below), showing untreated data (bot-

tom-left side) and treated data (bottom-right side). Where the treated data has an extra clarifying bar, 

summing up the total used data.  

5.1.3 VALIDITY OF THE METRICS 

The validity for the resilience metrics are very high for the Electricity Transmission data. All 

values for calculation of the interruption duration, consequence and baseline that that are used 

comes from highly accurate numbers. No values have been estimated with the exception of the 

few interruptions that came with undefined durations of zero (energy production is not defined 

for zero duration).  

5.2 ELECTRICITY DISTRIBUTION 
The interruption data regarding the Electricity Distribution infrastructure offered more than the 

minimum requirement for calculating the resilience metrics. The Start DT and End DT for the 

interruption are present, along with three consequence parameters. The consequence that area 

presented are: Interruption time, No. of high voltage customers affected, and No. of low voltage 

customers affected. For resilience assessment, the Interruption time parameter is not included. 
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Though it is considered as interesting parameter, as it is number of high- and low voltage cus-

tomer that were affected during the duration of the interruption. This parameter is quite similar 

to what we refer to as Resilience Loss. However, no similar parameter is present in the inter-

ruption data for the other CIs and therefore it is excluded. 

There were no issues with deriving the resilience metrics for Electricity Distribution. 

5.2.1 DERIVING RESILIENCE METRICS FROM THE COLLECTED 

INTERRUPTION DATA 

DURATION METRIC  

The duration is derived from the given timeframes for each interruption in the given interrup-

tion data, in accordance to Eq. 1 (in section 3.3.3). 

BASELINE   

The baseline is the total number of customers of the electricity distribution companies that 

report interruptions to Energiföretagen, see Eq. 13. This number includes both high- and low 

voltage customers. It was not possible obtain a baseline that is separated according to high- and 

low voltage customers. The baseline data is presented on annual basis, for same years as the 

corresponding interruption data, that is 2005 ï 2015. The data is provided by Energiföretagen 

(Matz Tapper, e-mail, 2017-04-26). 

 

PRESENTATION OF THE BASELINE 

ὔ ȟ  

where 

Eq. 13 

 

 Ntot,customers :  Average number of customers for the given year the interruption 

occurs.  

 

FUNCTIONALITY LOSS METRIC  

Functionality Loss of each individual interruption is determined by the number of high- and 

low voltage customers affected divided by the baseline which is the average number of cus-

tomers during a given interruption year, see Eq. 14. 

  



 

 

77 

PRESENTATION OF THE FUNCTIONALITY LOSS METRIC, Ὂ 

Ὂ  
ὔ  

ὔ ȟ
 

where 

Eq. 14 

 

 FL :  Functionality Loss of individual interruption. 

Naffected customers :  Number of affected customers during the respective inter-

ruption. 

Ntot,customers :  Average number of customers the year the respective interrup-

tion occurs. 

 

5.2.2 DATA TREATMENT 

No unusable data given in the data set, however some values with zero duration were removed. 

Some fifty  incorrectly labelled End DT where found, where the date did not change for the 

interruptions that started or ended at midnight (at the time 00:00 the date should change, as the 

new day begins). This results in correct end time, but the date is 24 hours early, resulting in 

negative durations with a correct absolute value; 24 hours were added to those values.  

Some values were considered faulty that had the duration of just above one year (in one case 

tree years), which is extremely rare data set. Hence, when End DT values are found that hap-

pens to be almost precisely one year after Start DT, they have been judged as incorrect and 

given a new end date the correct year. Very close to all values were used as they were given as 

can be seen in Figure 32, but the treated data is not enough to be separated from the untreated 

treated bars. Furthermore, the figure demonstrates the portion of interruptions in the data that 

is used in the resilience analysis of this thesis. 
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Figure 32 Summary and comparison of the untreated and treated data for the Electricity Distribution  in-

frastructure . The data is aggregated annually (above), where each bar is split by untreated data (left side) 

and treated data (right side). The data is also summarised by metric (below), showing untreated data (bot-

tom-left side) and treated data (bottom-right side). Where the treated data has an extra clarifying bar, 

summing up the total used data. 

5.2.3 VALIDITY OF THE METRICS 

The metrics for the Electricity Distribution infrastructure are considered to be highly valid. The 

baseline is given as the total number of customers, given to us by Energiföretagen and the 

durations seem to be very accurate. The uncertainties are introduced when the given Interrup-

tion time (see Table 3) was not used. The consequences are calculated from the total number 

of customers affected multiplied with the duration, which in most cases is equal to the given 

Interruption time. However, sometimes some customers are gradually connected which is 

taken into account in the given Interruption time, but we estimated those interruptions with the 

interruptionsô total duration, which in general with overestimate the consequences, hence also 

the resilience loss. 
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5.3 TRANSPORT ROAD 
The interruption data for the Transport Road infrastructure contains a couple of duration and 

consequence parameters (see section 4.3). The given time related parameters are: Start DT and 

End DT of the interruptions, Gross duration and Net duration. The parameters used are Start 

DT and Net duration. Gross duration is not utilised for the resilience assessment. As a measure 

of consequence, the estimated number of affected cars for each interruption is used, the Palpa-

bility. 

5.3.1 DERIVING RESILIENCE METRICS FROM THE COLLECTED 

INTERRUPTION DATA 

DURATION METRIC  

Here the duration metric is represented by the Start DT and Net duration, according to Eq. 9 

even though the generic duration metric is given with Eq. 1 (in the section 3.3.3).  

BASELINE   

The average number of vehicles in the system is estimated from numbers regarding traffic 

volume and the total length of the national road network, see Eq. 15. The system is here defined 

as the total Swedish road network. The baseline data is estimated from a number presented in 

a report regarding total road length for 2015, made by the Swedish Transport Administration 

(Trafikverket, 2016). The numbers given in that report are from 2015-12-31 and there have not 

been any published reports on road length since. It is assumed that there have not been any 

significant changes regarding road length in the national road network since 2015 and that these 

figures can represent the baseline for the time period of the interruption data.  

PRESENTATION OF THE BASELINE 

ὔ ȟ  
ὝὶὥὪὪὭὧ ὺέὰόάὩ

Ὕέὸὥὰ ὶέὥὨ ὰὩὲὫὸὬ
 

where:  

Eq. 15 

 

 Ntot,vehicles :  Average number of vehicles in the system 

Traffic volume:  Total number of vehicle km per year 

Total road length:  The total length of the national road network in km 
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FUNCTIONALITY LOSS METRIC  

The Functionality Loss is derived from the Palpability, a pre-calculated estimation of the num-

ber of vehicles affected by a given TTS. By dividing the Palpability with the baseline, a quote 

received as an estimation of how big part of the estimated numbers of vehicles is affected by 

interruptions, see Eq. 16. 

PRESENTATION OF THE FUNCTIONALITY LOSS METRIC, Ὂ 

Ὂ  
ὖὥὰὴὥὦὭὰὭὸώ

ὔ ȟ
 

where  

Eq. 16 

 

 FL :  Functionality Loss of an individual interruption 

Palpability:  Number of affected vehicles for a given interruption 

Ntot,vehicles :  Averaged number of vehicles in the system (i.e. the total Swedish 

road network for) 

 

5.3.2 DATA TREATMENT 

No bad or unrealistic data is given, however one third of the interruptions had zero duration or 

consequence and was therefore removed from the data set, see Figure 32. Furthermore, the 

figure demonstrates the portion of interruptions in the data that is used in the forthcoming re-

silience analysis. 
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Figure 33 Summary and comparison of the untreated and treated data for the Transport Road infrastruc-

ture. The data is aggregated annually (above), where each bar is split by untreated data (left side) and 

treated data (right side). The data is also summarised by metric (below), showing untreated data (bottom-

left side) and treated data (bottom-right side). Where the treated data below has an extra clarifying bar, 

summing up the total used data. 

5.3.3 VALIDITY OF THE METRICS 

The accuracy of the metrics from the road data are judged to be highly uncertain, as they are 

all rough estimations. The system that calculates the durations of interruptions is of unknown 

accuracy. When fully functioning, the system should be updated with accurate traffic infor-

mation in real time. However, the data also comes with a maximum duration value that is ap-

plied when the Net duration received by the reporting system is unrealistically long, i.e. when 

the system seems to be failing. This indicates a system that sometimes over-estimate the dura-

tions of interruptions. As the duration is directly correlated to the Palpability (number of af-

fected cars), which also is a highly uncertain average, the uncertainties are overall judged to be 

high. Furthermore, the baseline is estimated from the expected total number of cars running in 

the system, which is a highly uncertain estimation.  
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5.4 TRANSPORT RAILWAY 
There were couple of difficulties of deriving the resilience metrics for the Transport Railway 

interruption data. As a consequence parameter for the interruptions, the number of registered 

delays (CRAD) is utilised. The Start DT and End DT are given in the interruption data, however 

the vast majority of the interruptions are given with the same Start DT and End DT, resulting 

in zero duration for these interruptions. How this issue was dealt with is covered under section 

5.4.2. 

5.4.1 DERIVING RESILIENCE METRICS FROM THE COLLECTED 

INTERRUPTION DATA 

DURATION METRIC  

The duration is calculated according to Eq. 1 (in section 3.3.3). 

BASELINE   

The baseline is here represented by the number of annual departures in the system. That said, 

we only have the number of departures in the system for one year which is from 2012. We 

utilise extrapolation to estimate the annual of annual departures in the system for the other 

years the interruption data spans, see Eq. 17. 

The 2012 baseline is normalised and weighted by utilising the sum of all transported km per 

year for railway traffic (Trafikanalys, 2017), with 2012 as index year.  

PRESENTATION OF THE BASELINE 

ὔ  ώὩὥὶὣὶ Ὄέόὶὰώ ὃὺὩὶὥὫὩὓὖςπρς
ὝὶὥὭὲ Ὧά ὣὶ

ὝὶὥὭὲ Ὧά ςπρς
 

where 

Eq. 17 

 

 ɫMP(2012):  ÉÓ ÔÈÅ ÔÏÔÁÌ ÓÕÍ ÏÆ ÐÁÓÓÅÄ ȰÍÅÁÓÕÒÅÍÅÎÔ ÐÏÉÎÔÓȱ by all trains 

in all Sweden for year 2012 (º 38³106). 

. (year = Yr):  is the scaled hourly average of passed ñmeasurement 

pointsò by all trains in all Sweden for year (Yr). 

 

FUNCTIONALITY LOSS METRIC  

The Functionality Loss is derived from the given interruptionôs consequence parameter CRAD 

(Cause-reported additional-delays) which is then averaged hourly, see Eq. 18. This hourly av-

eraged CRAD is then divided by the hourly average of the total number of departed measure-

ment points in the system for the given year, see Eq. 19. I.e. the hourly averaged number of 
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additional delayed measurement points (CRAD) is divided by the average number of departed 

measurement in the whole system (all Sweden). 

PRESENTATION OF THE FUNCTIONALITY LOSS METRIC, Ὂ 

ὅὙὃὈ  
ВὅὙὃὈὭὲὸὩὶὶόὴὸὭέὲ

ὈόὶὥὸὭέὲὬέόὶί
 

Eq. 18 

 

Ὂ  
ὅὙὃὈ

ὔ  ώὩὥὶὣὶ
  

where  

Eq. 19 

 

 FL :  Functionality Loss of individual interruption. 

Ɇ CRAD (interruption):  The sum of passed ómeasurement pointsô where any 

train has received additional delay registered to the Delay ID (the interrup-

tion) 

#2!$interruption :  Hourly average of passed ómeasurement pointsô for an inter-

ruption. 

 

5.4.2 DATA TREATMENT 

The Transport Railway data is the data in need of most manipulation, as it has one essential 

flaw as previously stated, that nearly all End DT values are incorrect. Nearly all Delay IDs are 

given with the same Start DT and End DT, i.e. resulting in duration that are equal to zero.  

Many of the given durations are less than some of its included interruptionôs CRADs, meaning 

that the given duration of the Delay ID is shorter than some of its delays. However, a Delay 

IDôs End DT is not defined for durations that are less than any included single trainôs total 

delay (CRAD); the duration of an interruption cannot be shorter than any of its included delays 

trains, meaning those values are also incorrect. With this knowledge, all available interruption 

durations that are greater than zero and less than 10 minutes has been considered faulty, and 

will be given a new End DT. No correlations could be found between the duration and CRAD 

(or any other consequence-parameter) for the Delay IDs with correct durations, otherwise such 

a correlation would be appropriate to use for estimation of the incorrect End DTs. Instead, the 

durations of the correctly given Delay IDs are analysed in order to get an estimate for the Delay 

IDs with incorrect End DTs, see Figure 34. A few of the zero-values have an estimated End 

DT, which usually is given for the Delay IDs that lasts for several days, weeks or months; these 

values are adopted as End DT when available.  
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Figure 34 Histogram of durations longer than 10 minutes for the Transport Railway data 

As seen in Figure 34, the interruptionsô that are correctly logged have durations that are quite 

evenly spread out, for thousands of hours. From the look of this data however, it seems possible 

to find a correlation with a stochastic process. If so, such a correlation can be used to generate 

the incorrect End DT values by stochastically randomise them. In doing so, it does not seem 

fair to estimate very long durations for the unknown End DT we want to generate. It does not 

seem very likely that these correct durations are all representable for the parts of the data set 

with incorrect End DT, as longer delays are deemed more probable to be correctly logged. 

Therefore, only delays that are longer than 10 minutes but shorter than 10 hours are used as 

basis for further analysis. This data is then used to estimate a probability density function 

(PDF); when fitted with an exponential distribution an accurate correlation is found (see Figure 

35, top histogram). The properties of the fitted exponential function is then used to stochasti-

cally randomise the missing values. These values are plotted in a histogram as a function of the 

relative probability, see the bottom Figure 35.13  

                                                 
13 The relative probability is used as the randomised values are much greater in number and would have looked 

un-proportionally large in a regular histogram. 
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Figure 35 Probability density function of the valid durations less than 10 hours with the fitted exponential 

function curve (top). The same valid durations from the data is also plotted together with the stochastically 

randomised values, in the histogram of relative probability (bottom). 

A summary of the values before and after the data treatment is found in Figure 36 below. Fur-

thermore, the figure demonstrates the portion of interruptions in the data that is used in the 

resilience analysis of this thesis. 
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Figure 36 Summary and comparison of the untreated and treated data for the Transport Railway infra-

structure. The data is aggregated annually (above), where each bar is split by untreated data (left side) and 

treated data (right side). The data is also summarised by metric (below), showing untreated data (bottom-

left side) and treated data (bottom-right side). Where the treated data below has an extra clarifying bar, 

summing up the total used data. 

5.4.3 VALIDITY OF THE METRICS 

The CRAD is a highly valid number. The given baseline is also estimated to be accurate, how-

ever the validity of using delayed trains as consequence parameter for interruptions is not con-

sidered high. With more than eight out of ten stochastically estimated durations and no can-

celled trains, the validity of this data as a representative of Transport Railway interruptions, is 

deemed to be highly uncertain.  

5.5 WATER SUPPLY 
As previously mentioned in Chapter 4, the data is of better quality after June 12th, 2009. For 

this reason, we exclude the all data prior July 1st, 2009. The argument for starting from July 1st 

instead of the 12th, is both to start at a beginning of a month instead of in the middle of the 

month, as well as July represents the beginning of new annual quarter.  
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The interruption data for Water Supply contains the minimum parameters for deriving the re-

silience metrics. The time parameters that are given are Start DT and duration (referring to the 

parameter Hours without water) which is given in hours. There is no End DT present in the 

interruptions data. The consequence parameter is Number of users that are affected. 

5.5.1 DERIVING RESILIENCE METRICS FROM THE COLLECTED 

INTERRUPTION DATA 

DURATION METRIC  

Though the generic duration metric is given with Eq. 1 (in section 3.3.3). As previously stated, 

the End DT is not given in the interruption data, for that reason the given duration is utilised. 

Both in terms of the interruption duration, as well as estimating the End DT. 

BASELINE   

Number of system users is used to represent the baseline, where 95% of the total inhabitants 

of Stockholm and Huddinge municipalities are connected to the actorôs drink water distribution 

network, see also Eq. 20. It should be noted that industries, hotels, schools and work places are 

not included (Erik Karlsson, e-mail, 2017-07-18). The total number of inhabitants for Stock-

holm and Huddinge municipalities on annual basis is retrieved from Statistics Sweden (SCB, 

n.d.) 

PRESENTATION OF THE BASELINE 

ὔ ȟ  

ωυϷ έὪ ὭὲὬὥὦὭὸὥὲὸ έὪ ὛὸέὧὯὬέὰά ὥὲὨ ὌόὨὨὭὲὫὩὲ άόὲὭὧὭὴὥὰὭὸὭὩί 

where  

Eq. 20 

 

 Ntot,system users:  Number of users that are connected to the actorôs water distri-

bution network per year. 

 

 

FUNCTIONALITY LOSS METRIC  

The Functionality Loss is determined by the Number of users that are affected by the interrup-

tion divided by the annual number of total users of the system when the interruption occurs, 

see Eq. 21. 
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PRESENTATION OF THE FUNCTIONALITY LOSS METRIC, Ὂ 

Ὂ  
ὔ  

ὔ ȟ  
 

where  

Eq. 21 

 

 FL : Functionality Loss of individual interruption. 

Naffected users : Number of users that are affected by the interruption. 

Ntot,system users : Number of users that are connected to the actorôs water supply 

infrastructure for a given year of interruption. 

 

5.5.2 DATA TREATMENT 

The main part of the data treatment for Water Supply was to remove all interruptions occurring 

before July 2009, as there was not enough usable data, see Figure 37. The remaining data treat-

ment was to delete interruptions that lacked the required information to withdraw the resilience 

metrics. Furthermore, Figure 37 demonstrates the portion of interruptions in the data that is 

used in the resilience analysis of this thesis. 
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Figure 37 Summary and comparison of the untreated and treated data for the Water Supply infrastructure . 

The data is aggregated annually (above), where each bar is split by untreated data (left side) and treated 

data (right side). The data is also summarised by metric (below), showing untreated data (bottom-left side) 

and treated data (bottom-right side). Where the treated data below has an extra clarifying bar, summing 

up the total used data. Note that the treated data does not include values prior to July  2009. 

5.5.3 VALIDITY OF THE METRICS 

The Functionality Loss metric and the duration metric for the Water Supply interruption data 

are judged to be very accurate, the uncertainties are introduced with the less certain baseline. 

Our contact at SVOA judged an estimated baseline of 95 % of the population of the area Stock-

holm and Huddinge municipality, to be accurate. That in turn, will add some uncertainties to 

the derived Functionality Loss metric. However, overall the validity of these metrics is deemed 

to be high. The uncertainties are proffered being in the baseline rather than in the consequence 

parameter, that way it contributes with an equal bias between all interruptions Functionality 

Loss metric (changes annually).  
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5.6 TELECOMMUNICATION 
As previously mentioned, it proved difficult and time consuming to aggregate the relevant in-

formation from the incident reports from PTS, especially in terms of the consequences. There 

were various difficulties with extracting the relevant consequence parameters and here are cou-

ple of the them listed; firstly, multiple ways to express the same consequences. Secondly, some 

of the consequences were difficult to place as they do not fit the general format, such as number 

of customer or mobile sites. Lastly, the information is masked. This is not a limited list.  

On the positive side, out of all the CIs the information is most detail from PTS, the problem is 

to make sense of the data and aggregate it, and that the information given is not uniformly 

given in the same way. The Start DT and End DT (which gives the interruption durations) is 

not so difficult to extract from the incident reports and in the majority of the interruptions the 

duration is present. It was even possible in some of the cases to have some of the in-between 

parameters during the duration of the interruption. More explicitly, e.g. in some cases the peak 

time where the consequences where the highest was given, and in other cases step by step time 

points and corresponding consequences values during that timepoints. However, minority of 

the Telecommunication interruptions contained this level of details. Furthermore, none of the 

other CI interruption data sets have that level of detail, where commonly only the Start DT and 

End DT (or duration) and the maximum consequences are given. 

As previously mention in section 4.6, we focus three sub-infrastructures from the Telecommu-

nication infrastructure, which are Telecommunication Mobile, Telecommunication Broadband 

Services, and Telecommunication Fixed Telephony. The Telecommunication infrastructure is 

the only CI where we have decided to analyse sub-infrastructure separately instead of analysing 

them as a group in the resilience analysis. This is both due to the complexity of aggregating 

the interruption data, as well as difficulties of establishing a joint baseline.  

Common consequence parameter between the sub-infrastructures is number of Customers that 

are affected by the interruptions. However, Telecommunication Mobile also expresses conse-

quences in terms of affected Mobile sites. 

5.6.1 DERIVING RESILIENCE METRICS FROM THE COLLECTED 

INTERRUPTION DATA 

DURATION METRIC  

The duration metric is calculated according to Eq. 1 (in section 3.3.3). 
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BASELINE   

There are couple of baselines for the Telecommunication infrastructure, as the interruption data 

expresses different types of sub-infrastructure/services. Appropriate baselines needed to be 

found for each sub-infrastructure on annual basis. 

For Telecommunication Mobile there are two base lines, the first baseline is total number of 

mobile sites, in other words the mobile masts, per given year in Sweden, see Eq. 23. We do not 

divide between 2G, 3G, and 4G, this is because of how differently the information is presented 

in the incident reports. The data for the mobile sites baseline is aggregated from PTS reports 

(PTS, 2017a, 2016, 2015), which is available for 2013-2016. The second baseline is number 

of subscribers, see Eq. 22. The selection of which of the baseline used depends on how the 

consequences are expressed for each interruption for a year. 

The baseline for both Telecommunication Fixed Telephony and Telecommunication Broad-

band Services is represented by the number of customers with fixed telephone services (ex-

cluding IP-based phone), respectively the number of customers with fixed broadband services 

(that includes the Internet, IP-based phone, and IPTV), see Eq. 22.  

The baseline data regarding number of customers for Telecommunication Mobile, Telecom-

munication Fixed Telephony and Telecommunication Broadband Services are all retrieved 

from PTS (2017b) Statistics Portal database which is publicly available. PTSôs Statistics Portal 

database offers among other things detailed information over all customers of Swedish telecom 

companies and their subscription services. 

PRESENTATION OF THE BASELINES 

All three sub-infrastructures share the baseline calculations derived from the total number of 

users, see Eq. 22. 

ὔ ȟ ὣὩὥὶὣὶ 

where  

Eq. 22 

 

 Ntot : Total number of registered subscriptions of studied sub-infrastructure 

during the given year (Yr) of interruption. 

 

 

TELECOMMUNICATION MOBILE SPECIFIC 

As previously mentioned above, Telecommunication Mobile utilises two forms of baseline as 

this sub-infrastructure expresses its consequences in two ways. When the consequence for in-

terruptions are expressed in terms of affected Mobile sites then this baseline applies and is 

given by the total number of sites the given year of the interruption, see Eq. 23. 
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ὔ ȟ   

where  

Eq. 23 

 

 Ntot,mobile sites : The total number of mobile sites for given year of interruption.  

FUNCTIONALITY LOSS 

A generic formula for all the sub-Telecommunication sub-infrastructures for the calculation of 

Functionality Loss is given in Eq. 24. 

PRESENTATION OF THE FUNCTIONALITY LOSS METRIC, Ὂ 

Ὂ  
ὔ  

ὔ ȟ    
 

where 

Eq. 24 

 

 FL :  Functionality Loss of individual interruption. 

Naffected :  The number of customers or sites affected. 

Ntot,system :  Total number of customers connected to the respective actor for 

given year, or total number of (Mobile) sites. 

 

 

5.6.2 DATA TREATMENT 

Nothing is done with the Telecommunication interruption data except dividing the different 

interruptions and their consequences between the different sub-infrastructures, and then re-

moving the interruptions that lacks the information to meet the criteria of deriving the resilience 

metrics, see Figure 38 for Telecommunication Mobile, Figure 39 for Telecommunication Fixed 

Telephony and Figure 40 for Telecommunication Broadband Services. Furthermore, the por-

tion of interruptions for each respective sub-infrastructure that is utilised in the resilience anal-

ysis in this thesis can be seen in these figures. 
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TELECOMMUNICATION MOBILE  

 

Figure 38 Summary and comparison of the untreated and treated data for the Telecommunication Mobile 

infrastructure . The data is aggregated annually (above), where each bar is split by untreated data (left side) 

and treated data (right side). The data is also summarised by metric (below), showing untreated data (bot-

tom-left side) and treated data (bottom-right side). Where the treated data below has an extra clarifying 

bar, summing up the total used data. 
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FIXED TELEPHONY 

 

Figure 39 Summary and comparison of the untreated and treated data for the Telecommunication Fixed 

Telephony. The data is aggregated annually (above), where each bar is split by untreated data (left side) 

and treated data (right side). The data is also summarised by metric (below), showing untreated data (bot-

tom-left side) and treated data (bottom-right  side). Where the treated data below has an extra clarifying 

bar, summing up the total used data. 
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BROADBAND SERVICES 

 

Figure 40 Summary and comparison of the untreated and treated data for the Telecommunication Broad-

band Services infrastructure . The data is aggregated annually (above), where each bar is split by untreated 

data (left side) and treated data (right side). The data is also summarised by metric (below), showing un-

treated data (bottom-left side) and treated data (bottom-right side). Where the treated data below has an 

extra clarifying bar, summing up the total used data. 

5.6.3 VALIDITY OF THE METRICS 

When the interruption parameters are not masked, both the consequence parameter and the 

duration metric are highly accurate. The baselines that are used are also highly accurate. The 

assumptions made of the unmasked data is uncertain. As those reports only states the affected 

areas, it is not known if there are more accurate consequences stated in the masked text. As we 

have assumed all customers for a given carrier to be affected in those areas stated, probability 

is that they are somewhat overestimated. Given that we have received all reports, the uncer-

tainties from missed data is introduced by the masked data and the bias caused by the threshold 

for reporting.  
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5.7  SUMMARY AND CONCLUSION OF THE METRICS 
All data has successfully been transformed into the generic metrics of Functionality Loss and 

calendar duration. The validity of the different parameters differs, but the final data with all 

estimated values included is deemed to result in resilience calculations that are representative 

for the respective tCI. 
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6 RESILIENCE ASSESSMENT OF 

INDIVIDUAL CRITICAL 

INFRASTRUCTURES  

In this chapter we present the results for each studied CI.   

THE NATIONAL SYSTEM LEVEL:  

For each infrastructure, the interruption data has been aggregated in accordance to the RAA 

and presented. The table data and sub-figure marked with óAô demonstrates the total function-

ality loss in the system over time with the accuracy of minutes. The other sub-figures show the 

functionality loss with respect the interruption causes (i.e. sub-samples of the total functionality 

loss). Human causes are marked óHô, natural óNô, technical óTô, external óEô, and causes that 

are unknown or missing are marked óUô. With these sub-figures it is possible to visualize how 

much each type of interruption contributes to the total functionality loss over time. This gives 

an indication of to what extent the different interruption causes contributes to the total func-

tionality loss of the system. 

ANNUAL RESILIENCE LEVEL:  

For each infrastructure, depending on the availability of data, the annual mean resilience level 

and mean resilience losses has been calculated in accordance to the RAA and presented in 

tables.  

 

Note, the tabulated values presented in the chapter are given with three significant decimals 

with the exception of numerical table values of resilience which is given with five decimals in 

order of better displaying the difference in resilience, this also applies to table values in section 

7.2.  
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6.1 ELECTRICITY TRANSMISSION 

6.1.1 THE NATIONAL SYSTEM LEVEL RESILIENCE OF ELECTRICITY 

TRANSMISSION 

Figure 41 demonstrates the functionality of the Electricity Transmission infrastructure at a na-

tional system level over the time period of the data and given data availability. The findings 

demonstrate that the infrastructure does not experience frequent interruptions, generally long-

time intervals between with examples of almost a whole year. 

Table 10, as complement to Figure 41, gives an indication of which interruption causes that 

contribute most to the total losses of the functionality level of the infrastructure. The interrup-

tion cause resulting in the largest impact on the electricity transmission infrastructure are re-

lated to external causes. The functionality loss in the system generated by external causes are 

few, but they result in a high mean functionality loss and resilience loss compared to the other 

causes. However, the mean duration is the lowest comparing to the other causes. Technical 

causes and then natural causes are second and third contributors. Compared to the other inter-

ruption causes, the technical failure causes have the second highest impact in terms of mean 

functionality loss and resilience loss in the system, however, it has the highest mean duration 

of interruptions at the national system level. Furthermore, functionality loss in the system gen-

erated by technical interruption causes are generally not many. Natural interruption causes tend 

to affect the functionality of the system more frequently than other causes. 

 

A 

 

H 

 

  Cont. 
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Figure 41 Resilience curve for Electricity Transmission during the time period 2005-2016. All values are 

first plotted as reference (A), then categorised according to the generic interruption  causes: (H) human, 

(N) natural, (T) technical, (E) external and (U) unknown/missing data. A dashed line is plotted as reference, 

displaying a fully functional system. The vertical axes are given a unified value of (0.997) for better resolu-

tion. Extreme values falling outside of the displayed bounds are presented for accounting purposes as [Date 

(maxFL)]: 2006-03-23 (0.045), 2006-07-27 (0.006), 207-11-13 (0.011), 2008-02-24 (0.012), 2008-04-16 (0.008) 

and 2011-07-10 (0.008). 
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Table 10 Overall resilience values of the generic interruption causes for Electricity Transmission. A: The 

total functionality of the system at a national system level. The generic interruption  causes: H: human, N: 

natural, T: technical, E: external and U: unknown/missing data. 

 

6.1.2 ANNUAL RESILIENCE LEVELS OF ELECTRICITY TRANSMISSION 

In Figure 42 the calculated annual mean resilience level for the Electricity Transmission system 

is given. In Table 11 detailed accounts of the annual mean resilience level, mean duration of 

the given year, along with mean functionality loss per year and mean resilience loss is given. 

From Figure 42 it is hard to discern any changes of the mean resilience level over the years as 

is it very close to one, although Table 11 reveals that there are some minor variations. 

 

 

Figure 42 Annual resilience level of Electricity Transmission 

  

Cause Duration (h) FL Resilience Loss Resilience 

 Mean Var Max Mean 

(10-3) 

Var 

(10-6) 

Max 

(10-3) 

Mean 

(10-6) 

Var 

(10-6) 

Max Mean 

 

A 2.23 76.5 67.3 0.512 8.05 44.5 0.216 0.000963 0.0445 1.00000 

H 0.288 0.227 1.85 0.254 0.257 2.29 0.0325 0.0000492 0.00229 1.00000 

N 0.718 11.9 23.3 0.290 0.690 8.44 0.050 0.0000529 0.00844 1.00000 

T 18.4 617 67.3 0.389 3.70 10.6 0.0465 0.0000563 0.0106 1.00000 

E 0.145 0.0320 0.567 2.76 83.8 44.5 0.0602 0.000796 0.0445 1.00000 

U 2.35 27.0 20.0 0.190 0.102 1.41 0.0270 0.00000856 0.00141 1.00000 
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Table 11 Resilience values for Electricity Transmission per year 

 

6.2 ELECTRICITY DISTRIBUTION 

6.2.1  NATIONAL SYSTEM LEVEL RESILIENCE OF ELECTRICITY 

DISTRIBUTION 

Figure 43 to Figure 46 demonstrates the functionality of the Electricity Distribution infrastruc-

ture at a national system level over the time period of the data and given the data availability. 

The findings demonstrate that the Electricity distribution infrastructure, seen from a national 

level perspective, is nearly continuously experiencing interruptions, some of which results in 

high functionality losses. The results show that these peaks in functionality loss occur generally 

during the late autumn/winter, where there is generally a strong correlation between the inter-

ruptions and natural failure causes.  

Table 12, as complement to Figure 43 to Figure 46, gives an indication of which interruption 

causes that contribute most to the total losses of functionality level of the infrastructure. By far, 

natural related interruption causes have the most significant impact on the total functionality 

of the infrastructure. Natural interruption causes score the highest in all categories (Duration 

Year Duration (h) FL Resilience Loss Resilience 

 Mean Var Max Mean 

(10-3) 

Var 

(10-6) 

Max 

(10-3) 

Mean 

(10-6) 

Var 

(10-6) 

Max 

 

Mean 

2005 0.53 5.82 11.6 0.217 0.123 1.85 0.0309 0.0000247 0.00185 1.00000 

2006 5.14 255 67.3 1.47 51.1 44.5 0.774 0.00423 0.0445 1.00000 

2007 9.66 575 64.0 0.894 7.32 10.6 0.306 0.00089 0.0106 1.00000 

2008 0.0733 0.011 0.333 1.23 9.49 12 0.596 0.00575 0.012 1.00000 

2009 2.30 47.1 26.0 0.203 0.105 1.58 0.0423 0.0000174 0.00158 1.00000 

2010 0.297 0.623 2.77 0.174 0.0498 0.75 0.0462 0.00000795 0.00075 1.00000 

2011 3.11 32.9 17.6 0.727 3.74 8.44 0.377 0.000464 0.00844 1.00000 

2012 5.07 98.7 20.0 0.215 0.114 0.768 0.051 0.0000196 0.000768 1.00000 

2013 0.0167 0 0.0167 0.262 0.206 0.786 0.0015 0.00000118 0.000786 1.00000 

2014 0.82 12.7 17.6 0.238 0.122 1.78 0.139 0.0000734 0.00178 1.00000 

2015 2.58 24.5 15.3 0.163 0.0469 0.662 0.219 0.0000599 0.000662 1.00000 

2016 0.681 3.01 4.62 0.159 0.0589 0.785 0.00834 0.00000280 0.000785 1.00000 

All  

years 

2.23 76.5 67.3 0.512 8.05 44.5 0.216 0.000963 0.0445 1.00000 
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Mean, Functionality Loss Mean, Resilience Mean, Resilience Loss Mean). Technical related 

causes are the second most contributing factor to the total system functionality. 

 

A 
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Figure 43 Resilience curve for Electricity Distribution  during the time period 2005-2007 ï part 1/4. All 

values are first plotted as reference (A), then categorised according to the generic interruption  causes: (H) 

human causes, (N) natural, (T) technical, (E) external and (U) unknown/missing data, here are no external 

causes. A dashed line is plotted as reference, displaying a fully functional system. The vertical axes are 

given a unified value of (0,96) for better resolution. Extreme values falling outside of the displayed bounds 

are presented for accounting purposes as [Year (maxFL)]: 2005(0,159) and 2007(0,105). 
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Figure 44 Resilience curve for Electricity Distribution  during the time period 2008-2010 ï part 2/4. All 

values are first plotted as reference (A), then categorised according to the generic interruption  causes: (H) 

human causes, (N) natural, (T) technical, (E) external and (U) unknown/missing data, here are no external 

causes. A dashed line is plotted as reference, displaying a fully functional system. The vertical axes are 

given a unified value of (0,96) for better resolution.  
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Figure 45 Resilience curve for Electricity Distribution  during the time period 2011-2013 ï part 3/4. All 

values are first plotted as reference (A), then categorised according to the generic interruption  causes: (H) 

human causes, (N) natural, (T) technical, (E) external and (U) unknown/missing data, here are no external 

causes. A dashed line is plotted as reference, displaying a fully functional system. The vertical axes are 

given a unified value of (0,96) for better resolution. Extreme values falling outside of the displayed bounds 

are presented for accounting purposes as [Year (maxFL)]: 2011 (0.076). 
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Figure 46 Resilience curve for Electricity Distribution  during the time period 2014-2015. ï part 4/4. All 

values are first plotted as reference (A), then categorised according to the generic interruption  causes: (H) 

human causes, (N) natural, (T) technical, (E) external and (U) unknown/missing data, here are no external 

causes. A dashed line is plotted as reference, displaying a fully functional system. The vertical axes are 

given a unified value of (0,96) for better resolution. 
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Table 12 Overall resilience values of the generic interruption  causes for Electricity Distribution. A: The 

total functionality of the system at a national system level. The generic interruption  causes: H: human, N: 

natural, T: technical, E: external and U: unknown/missing data. 

 

6.2.2 THE ANNUAL RESILIENCE LEVELS OF ELECTRICITY 

DISTRIBUTION 

In Figure 47 the calculated annual mean resilience level for the Electricity distribution system 

is given. In Table 13 detailed accounts of the annual resilience level, mean duration of the given 

year, along with mean Functionality Loss per year and mean resilience loss. 

The results show that 2005 has the lowest resilience level, while 2006 has the highest resilience 

level. The mean resilience loss during 2005 is approximately eight times greater than the resil-

ience loss during 2006. The results also show that the resilience level differs from year to year. 

During 2006 there is a significant increase in resilience level, from which the level fluctuates 

somewhat until 2013. From 2013 to 2015 the resilience level shown to have stabilised some-

what, compared to the years before 2013.  

 

 

Figure 47 Annual resilience level of Electricity distribution. The doted horizontal line refers to fully func-

tional system. 

Cause Duration (h) FL Resilience Loss Resilience 

 Mean Var Max Mean 

(10-3) 

Var 

(10-6) 

Max 

(10-3) 

Mean 

(10-6) 

Var 

(10-6) 

Max Mean 

 

A 8.25 4210 8770 3.97 160 160 1180 20.2 0.16 0.99882 

H 3.71 952 6130 0.134 0.0925 10.7 88.5 0.045 0.0107 0.99991 

N 19.2 10010 8770 8.62 403 157 769 19.3 0.157 0.99923 

T 3.49 1980 8770 0.222 0.294 16.8 169 0.245 0.0168 0.99983 

U 2.75 1290 8040 0.232 0.211 15.6 153 0.137 0.0156 0.99985 
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Table 13 Resilience values for Electricity Distribution per year 

 

6.3 TRANSPORT ROAD 

6.3.1 THE NATIONAL SYSTEM LEVEL RESILIENCE OF TRANSPORT 

ROAD 

Figure 48 shows the functionality of the Transport Road infrastructure at a national system 

level over the time period of the data and given data availability. The findings demonstrate that 

the infrastructure experiences interruptions with minor level functionality losses on somewhat 

regularly basis, while interruption of higher functionality losses occurs with longer time inter-

vals. 

Table 14, as complement to Figure 48, gives an indication of which interruption causes that 

contribute most to the total losses of functionality level of the infrastructure. The results are 

well correlated to human causes, as can be seen between (see Figure 48) interruption causes. 

The frequency of natural related interruptions is very low compared to human related causes. 

 

Year Duration (h) FL Resilience Loss Resilience 

 Mean Var Max Mean 

(10-3) 

Var 

(10-6) 

Max 

(10-3) 

Mean 

(10-6) 

Var 

(10-6) 

Max 

 

Mean 

2005 38.5 29700 8770 14.4 836 160 3770 137 0.160 0.99623 

2006 3.21 1330 8040 1.19 9.07 36.3 462 1.16 0.0363 0.99954 

2007 9.77 957 2210 7.92 373 106 1270 40.3 0.106 0.99873 

2008 3.74 654 3670 1.36 6.79 23.1 578 1.40 0.0231 0.99942 

2009 3.48 3280 6550 1.65 2.45 17.2 1190 1.69 0.0172 0.99881 

2010 2.71 299 2530 1.12 1.49 13.6 784 0.959 0.0136 0.99922 

2011 5.19 2260 8770 4.69 102 75.5 1560 14.9 0.0754 0.99844 

2012 2.87 334 2710 1.09 4.32 18.3 561 1.21 0.0183 0.99944 

2013 5.97 790 2730 3.12 43.0 36.7 979 7.57 0.0366 0.99902 

2014 3.58 707 2750 1.32 2.99 16.1 872 2.20 0.0161 0.99913 

2015 6.82 1060 3650 2.78 33.5 37.3 952 6.11 0.0373 0.99905 

All  

years 

8.25 4210 8770 3.97 160 160 1180 20.2 0.16 0.99882 
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Figure 48 Resilience curve for Transport Road during the time period 2016 to 2017-06-30. All values are 

first plotted as reference (A), then categorised according to the generic interruption  causes: (H) human 

causes, (N) natural, (T) technical, (E) external and (U) unknown/missing data, here are only human and 

natural causes that affect the system. A dashed line is plotted as reference, displaying a fully functional 

system. The vertical axes are given a unified value of (0,997) for better resolution. Extreme values falling 

outside of the displayed bounds are presented for accounting purposes as [Year (maxFL)]: 2016 (0.1596). 

 

Table 14 Overall resilience values of the generic interruption  causes for Transport Road. A: The total func-

tionality of the system at a national system level. The generic interruption  causes: H: human, and N: natu-

ral. 

Cause Duration (h) FL Resilience Loss Resilience 

 Mean Var Max Mean 

(10-3) 

Var 

(10-6) 

Max 

(10-3) 

Mean 

(10-6) 

Var 

(10-6) 

Max Mean 

 

A 0.973 2.10 12.0 0.101 0.134 5.89 39.7 0.0387 0.00589 0.99996 

H 0.93 1.96 12.0 0.0964 0.134 5.89 37.5 0.0370 0.00589 0.99996 

N 1.86 4.20 12.0 0.0183 0.00515 0.895 2.18 0.0012 0.000895 1.00000 
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6.3.2 THE ANNUAL RESILIENCE LEVELS OF TRANSPORT ROAD 

In Figure 49 the calculated annual mean resilience level for the Transport Road infrastructure 

is given. In Table 15 detailed accounts of the annual mean resilience level, mean duration of 

the given year, along with mean functionality loss per year and mean resilience loss is given. 

It is demonstrated in Figure 49 that the mean resilience level is quite close to full resilience, 

where according to Table 15 the mean resilience level during 2016 is 0.9962. Tendencies are 

difficult to see with such a small statistical basis, but the first six months of 2017 the mean 

resilience level improved slightly compared to 2016. The mean resilience losses are approxi-

mately eight times greater during 2016 compared to the first six months of 2017. 

 

 

Figure 49 Annual resilience level of Transport Road 

 

Table 15 Resilience values for Transport Road per yearto 2017-06-30 () 

 

Year Duration (h) FL Resilience Loss Resilience 

 Mean Var Max Mean 

(10-3) 

Var 

(10-6) 

Max 

(10-3) 

Mean 

(10-6) 

Var 

(10-6) 

Max 

 

Mean 

2016 0.937 1.63 12.0 0.0963 0.176 5.89 35.5 0.0431 0.00589 0.99996 

2017* 1.03 2.84 12.0 0.109 0.0661 2.26 48.1 0.0295 0.00226 0.99995 

All 

years 

0.973 2.10 12.0 0.101 0.134 5.89 39.7 0.0387 0.00589 0.99996 

All  

years 

0.973 2.10 12.0 0.101 0.134 5.89 39.7 0.0387 0.00589 0.99996            
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6.4 TRANSPORT RAILWAY 

6.4.1 THE NATIONAL SYSTEM LEVEL RESILIENCE OF TRANSPORT 

RAILWAY 

In Figure 50 to Figure 52 the Functionality Loss of the Transport Railway infrastructure at a 

national system level is given over the time period of the data and given data availability. The 

findings demonstrate that the infrastructure continuously experience interruptions, over all with 

quite high variation in Functionality Loss over time.  

Table 16, as complement to Figure 50 to Figure 52, gives an indication of which interruption 

causes that contribute most to the total functionality level of the infrastructure. The biggest 

contributor to the total losses of functionality level of the infrastructure is related to interrup-

tions due to human related causes, followed by technical interruption causes. 
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Figure 50 Resilience curve for Transport Railway during the time period 2016 to 2017-06-30 ï Part 1/3. All 

values are first plotted as reference (A), then categorised according to the generic interruption  causes: (H) 

human causes, (N) natural, (T) technical, (E) external and (U) unknown/missing data. A dashed line is 

plotted as reference, displaying a fully functional system. The vertical axes are given a unified value of (0,9) 

for better resolution. Extreme values falling outside of the displayed bounds are presented for accounting 

purposes as [Year (maxFL)]: 2013 (0.1870). 
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